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Preface 


This manual contains the latest configuration information 
for the following units of the IBM 3270 Information 
Display System: 


e 3271 Control Unit 

e 3272 Control Unit 

e 3275 Display Station 

e 3284 Printer 

e 3286 Printer 

| ° 3287 Printer (attached to a 3271 or 3272 unit) 
e 3288 Line Printer 


For current configuration information about the following 


units, see the publication JBM 3270 Information Display 
System Feature Description, GA23-0113: 


e 3262 Line Printer 

e 3274 Control Unit 

e 3276 Control Unit Display Station 

e 3277 Display Station 

e 3278 Display Station 

e 3279 Color Display Station 

e 3287 Printer (attached to a 3274 unit) 
e 3289 Line Printer 


Organization of This Manual 
This manual contains two chapters and two appendixes: 


e Chapter 1, “Feature Descriptions,” describes the 
features available for the above units of the IBM 3270 
Information Display System. 


e Chapter 2, “Feature Lists,’ contains detailed feature 
lists and feature numbers for each unit. The features 
are categorized for each unit as follows: 


— Universal 
— Americas/Far East (A/FE) 
— Europe/Middle East/Africa (E/ME/A) 


TNL GN31-1400 (20 Aug 82) to GA27-2849-7 


The universal listing for each unit contains those feature 
items that are generally available in the United States 
and in A/FE and E/ME/A countries. The A/FE and 
E/ME/A listings for each unit are additions to the 
universal listing intended to support the national 
requirements of the various A/FE and E/ME/A countries. 


e Appendix A contains control storage requirements for 
the 3274 Control Unit. 


e Appendix B lists abbreviations used in this manual. 


Related Publications 


Configuration information applicable to other 3270 system 
units is given in: 
IBM 3270 Information Display System Feature 
Description, GA23-0113. 


Introductory information about the 3270 Information 
Display System is given in: 


An Introduction to the IBM 3270 Information 
Display System, GA27-2739. 


Character sets and keyboards are described in: 


IBM 3270 Information Display System: Character Set 
Reference, GA27-2837. 


Physical aspects of the 3270 system are described in: 


IBM 3270 Information Display System: Installation 
Manual — Physical Planning, GA27-2787. 
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Chapter 1. Feature Descriptions 


The features for the IBM Information Display System are categorized as specify or 
special. A specify feature is usually one that must be chosen to make a unit functional. 
A special feature is usually an optional one that may improve performance, provide 
additional operational capability, or permit expansion of the unit. 


Specify Features 
The specify features for the 3270 system are described below. 


Notes: 
1. For countries other than the United States, a keyboard language must be specified. 
_ The keyboard language selected must correspond to the character set to be used. 


2. Refer to the IBM 3270 Information Display System: Character Set Reference, 
GA27-2837, for character set differences. 


3. See Forms Design Reference Guide for Printers, GA 24-3488, for forms design 
considerations and limitations. 


2835 Datel 2412 Service (3274-1C, -21C, -31C, -51C, 3276) 


Provides the communication cabling required when the indicated service is used (U.K. 
only). 3 


2898 Dial Disconnect Switch (3276) 


Required if D1200S/2400S switched service in Germany, if Datel 2400 switched service 
in Switzerland, or if 600 Switched Service in the United Kingdom is used. 


2943 NTT D-1 Service (3274-31C, -51C, 3276) 


Provides feature compatibility with this service (Japan only). 


9011 Alternate Mailing Address (3274) 


This optional feature must be ordered to specify that diskette-only updates are to be 
mailed to an alternate site address. The alternate address selected is usually that of a 
central site location. The purpose of this feature is to assist the customer with his 
network management. 


9030 _ Blower (3287) 


Provides a blower if the unit is to be used in an environment above 32.2°C (90°F) 
ambient temperature [specification limits up to 40.5°C (104°F)]. Field installation is 
not recommended. 


9061 3.0-Meter (10-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 
9062 9.1-Meter (30-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 
9063 12.2-Meter (40-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 


Provide a communication cable of the indicated length in lieu of the standard 6.1-meter 
(20-foot ) Cable. 


9082 EBCDIC Character Set (3276, 3287) 


Provides the 94-character extended binary-coded decimal interchange code (EBCDIC) 
character set. On 3287, mutually exclusive with Data Analysis — APL (1066). With dis- 
plays, used in conjunction with 75-key Typewriter Keyboard (4261), Data Entry Key- 
board (4622 or 4623), an 87-key EBCDIC Typewriter Keyboard (4627), EBCDIC 

Ty pewriter/APL Keyboard (4624), or EBCDIC Typewriter/Text Keyboard (4629). 
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9084 


9089 


9091 


9092 


9093 


9110 


9111 


ASCII Character Set (3276, 3287) 


Provides the standard American National Standard Code for Information Interchange 
(ASCII) character set. On 3287, mutually exclusive with Data Analysis — APL (1066). 
With displays, used in conjunction with 75-key ASCII Typewriter Keyboard (4624) or 
87-key ASCII Typewriter Keyboard (4628). 


EBCDIC Character Set (3275, 3277, 3284, a5) 


Provides the 64-character EBCDIC character set. Mutually exclusive with Data Analysis — 
APL (1066). Prerequisite: EBCDIC Transmission Code (9761). 


ASCII Character Set (A) (3275-1, -2, -11, -12, 3277, 3284, 3286, 3288) 


Provides the 64 ASCII characters, but substitutes the logical OR and logical NOT for the 
exclamation mark and circumflex. Mutually exclusive with Data Analysis — APL (1066). 
Prerequisite: ASCII Transmission Code (9762 or 1200). 


ASCII Character Set (B) (3275-1, -2, -11, -12, 3277, 3284, 3286, 3288) 


Provides the standard 64 ASCII characters. Mutually exclusive with Data Analysis — APL 
(1066). Prerequisite: ASCII Transmission Code (9762 or 1200). 


EBCDIC TN/T11 Character Set (3277, 3288) 


Provides the 120 characters of the TN/T11 print train. Prerequisites: Text Print feature 
(7880) and EBCDIC Transmission Code (9761). 


Configuration Support A (All 3274 Models) 


Configuration Support A is shipped with all 3274s unless Configuration Support B 
(9111) or Configuration Support C (9112) is specified. It provides support for all 

3270 functions listed in the storage figures in Appendix A. It also provides support for 
solicitation of summary maintenance statistics from 3274 Models 1A, 21A, 31A, 1C/SNA, 
21C/SNA, 31C/SNA, and 51C/SNA through the use of Network Problem Determination 
Application (NPDA), and support for base color on attached terminals. 


Configuration Support B (All 3274 Models except 1B and 21B) 


Configuration Support B provides support for all 3270 functions included in Configura- 
tion Support A, plus the ability to attach the 3278 Model 5 and support for the following 
using systems network architecture/synchronous data link control (SNA/SDLC): 


@ Pacing of inbound message traffic (Models 1A, 21A, 31A, 1C/SNA, 21C/SNA, 31C/ 
SNA, and 51C/SNA) 


e Automatic session recovery in both single- and multidomain networks (Models 1C/ 
SNA, 21C/SNA, 31C/SNA, and 51C/SNA) 


e Host notification of changes in the power on/off status of attached terminals (Models 
1A, 21A, 31A, 1C/SNA, 21C/SNA, 31C/SNA, and 51C/SNA) 


9112 Configuration Support C (All 3274 Models except 1B, 21A, 21B, 21C, and 21D) 


Configuration Support C provides support for all 3270 functions included in Configura- 
tion Support B, plus support for the following: 


e Structured Field and Attribute Processing (SFAP) (EBCDIC only) 
e Programmed Symbols (PS) on attached terminals 

Extended Color on attached terminals 

Extended Highlighting on attached terminals 

Decompression of PS load data 

BSC Text Blocking 

BSC Transparency 

Integrated Modems (Models 31C and 51C only) 

e Switched Network Operation (Model 51C/SNA only) 

@ Loop Attachment (Model 51C only) 


Prerequisites: For Model 1C, Extended Function Store Type C2 (3623) or C3 (3625); for 
Model 51C, Extended Function Store Type D1 (3630) or D2 (3632). 


Note for 9111 and 9112: The Configuration Support required for the 3274 must be 
determined before special features are ordered or the 3274 is attached to certain ter- 
minals. See Appendix A. 


9135 Base Color Black (3287-1C, -2C) 


When this feature is specified, color mapping occurs as follows: when the display 
station displays in green, or when the appropriate attribute byte is received, the printer 
will print in black; when the display station displays in white, or when the appropriate 
attribute byte is received, the printer will print in green. 


9136 Base Color Green (3287-1C, -2C) 


When this feature is specified, color mapping occurs as follows: when the display station 
displays in green, or when the appropriate attribute byte is received, the printer will 
print in green; when the display station displays in white, or when the appropriate 
attribute byte is received, the printer will print in black. 


9162 Pin Feed Platen: 126-Position (3284, 3286) 
9167 Pin Feed Platen: 120-Position (3284, 3286) 
9168 Pin Feed Platen: 132-Position (3284, 3286) 


Provide for the indicated number of print positions. Hole-to-hole spacing is: 
120 positions (9167) — 31.8 cm (12-1/2 inches) 
126 positions (9162) — 33.3 cm (13-1/8 inches) 
132 positions (9168) — 35.2 cm (13-7/8 inches) 
9185 Variable Width Forms Tractor — Paper Handling (3287) 


Provides for handling forms with an overall width from 76.2 to 203.2 mm (3 to 8 inches). 
Prerequisite: Variable Width Forms Tractor (8700). 


9399  1.8-Meter (6-Foot) Keyboard Cable (3276, 3278) 


Provides a keyboard cable of the indicated length in lieu of the standard 0.9-meter (3-foot) 
cable. 
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9405 


9488 


9488 | 


9490 


9491 


9490 
9491 


9492 


9493 
9494 
9495 
9496 


9520 


9521 
9522 
9523 
9524 


9325 © 


9651 
9652 


4.3-Meter (14-Foot) Loop Station Connector Cable (3274-51C; 3276-11, -12, -13, -14) 


Provides a communication cable of the indicated length in lieu of the standard 1.8-meter 
(6-foot) cable for attachment to a loop of the 8100 Information System. 


X Print Error Indication (3287) 


Provides an error indication by printing an X on the print line immediately below the last 
line normally printed. This feature is inactive when the printer is in SNA Character String 
(SCS) mode of operation. 


Print Exror Indication (3289) 


~ Provides an error indication by printing an error graphic on the line immediately below 


the last print line for that data pune when the eae is used in 3270 Data Stream mode. 


Switched Network (3276-11, -12, 135 -14) 


Provides for operation on the public switched network. 


Nonswitched Network (3276) 


Provides for operation on nonswitched communication facilities. 


48-Character Set EBCDIC Print Belt (3289) 
64-Character Set EBCDIC Print Belt (3289) 
94-Character Set EBCDIC Print Belt (3289) 
48-Character Set ASCII Print Belt (3289) 
64-Character Set ASCII Print Belt (3289) 
94-Character Set ASCII Print Belt (3289) 
125-Character Text Print Belt EBCDIC (3289) 


_ Provide a print belt or ‘the indicated character set. (U.S. only; contact IBM for other 


character set languages.) 


480-Character Print Operation (3287) 
960-Character Print Operation (3287, 3289) 
1920-Character Print Operation (3287, 3289) 
2560-Character Print Operation (3287, 3289) 
3440-Character Print Operation (3287, 3289) 
3564-Character Print Operation (3287, 3289) 


Provide for operation with a program that requires a printer buffer of the indicated size. 


Notes: 


1. To provide compatibility with 3271 /3272 application programs using the Erase/Write 


command for the 3270 system, feature 9521 provides 480-character print operation 
and 9522, 9523, 9524, and 9525 provide 1920-character print operation. Allowable 
usage in SCS of the full buffer varies with the control unit (3274 or 3276) to which 
the printer is attached and with programming considerations. Copy operation from a 
larger screen display to a smaller printer buffer is not acceptable. 


2. Features 9523, 9524, and 9525. on the printer require the Extended Print Buffer 
(3880) feature. 


4-Wire Facility (3274-51C, 3276) 
2-Wire Facility (3274-51C, 3276) 


Provide for operation with the indicated communication facility. Prerequisites: 5500, 
5507, or 5508. 


9660 


9661 


9761 
9762 


9850 


9944 


SCS Support (3287) 


In the SNA environment, provides the capability for receiving the SNA Character String 
(SCS) data stream from the host system via a 3274 or 3276. This feature allows the 
printer to perform such functions as: 


e Vertical forms skipping to a header or to a vertical tab position. 


e@ Horizontal skipping to a horizontal tab stop position. 


Page size, header location, and vertical and horizontal tab positions are host-loaded 
through the 3274 or 3276 via application programming. Included in SCS Support (9660) 
are the Cancel and Program Attention 1/Program Attentions 2 (PA1/PA2) switches. The 
Cancel switch allows operator termination of the current print operation. The PA1/PA2 
switch allows the operator to request a specific action from the user-written program in 
the host. Operator settings for page-length control, 6 or 8 lines per inch, and maximum 
print position are set by the host program when the 3287 has the 3274/3276 Attachment 
(8331) and SCS Support (9660) and only when the user is operating in SCS mode. SCS 
mode always operates in dual case. Mutually exclusive with 3271/3272 Attachment 
(8330) ASCII Character Set (B) (9084). It cannot be installed on a 3287 that is attached 
to a 3274 Model 1B, 1D, 21B, 21D, or 31D. 


Note: 9660 does not support PS-2 (5781), PS-4 (5782), PS-4A (5783), or color printing. 


SCS Support for Structured Field and Attribute Processing (SFAP) (3287) 


In the SNA environment, provides support of Extended Highlighting (underscore), 
Programmed Symbols (PS-2 and PS-4 on all models, PS-4A on Models 1C and 2C), 
decompression of PS load data, and Read Partition (query). Limitations: Cannot be 
installed when the 3287 is attached to a 3274 Model 1B, 1D, 21B, 21D, or 31D, or when 
ASCII Character Set (B) (9084) is used. Prerequisites: Extended Character Set Adapter 
(3610), PS-2 (5781, for Models 1 and 2 only), SCS Support (9660), and a 3274 Model 
1A, 1C, 21A, 21C, 31A, 31C, or S51C with the structured field and attribute processing 
(SFAP) and SCS options of Configuration Support C (9112). 


EBCDIC Transmission Code (3271-1, -2, 3275-1, -2, -3) 
ASCII Transmission Code (3271-1, -2, 3275-1, -2) 


Provide the indicated 8-bit transmission code over the transmission facilities (U.S. only). 


Vertical Forms Control (3288) 


Allows insertion of the forms-feed character (hex ‘OC’) into the data stream. Upon 
detection of this character, the printer will skip to the first print line of the next form. 
The form length (00—99) is entered via two decade switches by the operator. Mutually 
exclusive with Katakana Character Generator (2706). 


X Print Error Indication (3288) 


Provides error indication by printing an X on the print line immediately below the last 
line normally printed. | 
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1009 


1066 


1067 


1068 


Following are the special features for the 3270 system. 
Notes: 


1. A variety of keyboard features are available. Variations among keyboards include 
78- and 66-key versions: operator console, data entry, data entry-keypunch layout, 
typewriter EBCDIC, and typewriter ASCII layouts. Refer to the IBM 3270 Informa- 
tion Display System: Character Set Reference, GA27-2837, for the keyboard layouts 
and characters. 


The 66-key keyboard fulfills the baie needs of oe display operator. The 78-keyv key- 
board provides expanded operator-to-program message flexibility with 12 additional 
keys for the use of the application program. 


The operator console key layout, which is similar to an IBM 1052-7 keyboard, is 
available as a 78-key keyboard. The data entry layout and the data entry-keypunch 
layout, which are similar to the keyboards on the 29 Card Punch and 129 Card Data 
Recorder, are available as 66-key key boards. 


2. The Data Analysis — APL feature (1066) makes possible interactive operations 
between the terminal user and host-initiated APL and Text programs. This feature 
permits 3270 devices attached to the 3271-2 or -12, or the 3272-2, to display or 
print any of the 204 characters that make up the character set. The APL keyboard, 
attached to a 3277-2 with this feature installed, can directly input 169 of the 204 
characters available; an attached T ex t Keyboard can directly input 151 of the 204. 
The 3284, 3286, and 3287, with this feature installed, can print out all 204 characters. 
The 3288 with the Text Print feature (7880) can print out 120 of the characters. 


3. Keyboards used on 32 75 and 3277 display stations are not interchangeable with 
keyboards used on 32 76, 3278, and 3279 display stations. 


Address Keylock (3276) 


Controls access to the unit aaes switches (and, in some units, transmit level switches), 
which are located in the Operator Panel Drawer. 


Data Analysis — APL (3271-2, -12, 3272-2, 3277-2, 3284-2, 3286-2, 3287) 


Provides dual-case US EBCDIC, the APL set, and (output only) TN print train characters. 
Mutually exclusive with Page Length Control (9550), 3271/3272 Attachment (8330) toa 
3274, or 3274/3276 Attachment (8331), or Character Set (9082) or (9084). 

Prerequisite: Data Analysis — APL (1066) on the control unit and on 3287 1920- 
Character Print Operation (9522). 


APL/Text Control (3 276) 


Provides control of the 3276, 3278, 3279, and 3287 equipped with APL/Text (1120) and 
Extended Character Set Adapter (3610) or the 3289 equipped with Text Print (1130). 
Mutually exclusive with ee BSC Switch (6315). Prerequisite: Extended Function 
Base one 


Note: APL/T. ext capability is provided with the 32 79-2B and -3B. 


Extended Function Base (3276) 


Provides additional control to access APL/Text Control (1067), Color Display Attach- 
ment (1950), and/or X.21 Adapter for Switched Networks (5656) in the 3276. Mutually 
exclusive with SDLC/BSC Switch (6315) and ASCII Character Set (9084). 


1120 


1130 


1200 


1550 


1550 


APL/Text (3276, 3278, 3279, 3287) 


Enables the 3276, 3278, and the 3279-2B and -3B to display and the 3287 to print the 
222-character APL/Text character set, including the 94-character EBCDIC set. This 
feature can be used on 3278s, 3279s, and 3287s connected to (1) a 3274-1A, -1C, -1D, 
21A, 21C, 21D, 31A, 31C, 31D, or 51C, customized to include the APL/Text Control 
Function and (2) an APL/Text featured 3276. This feature is not compatible with ASCII 
and is mutually exclusive with 3271/3272 Attachment (8330). ee Extended 
Character Set Adapter (3610). 


Notes: 
1. APL/Text capability is provided with the 3279-2B and -3B. 


2. This feature cannot be installed on a 3287 Printer that is attached to a 3276 without 
the APL/Text Control feature (1067), on a 3274 Model 1B or 21B, or toa 3274 
that is not customized for the APL/Text function. 


Text Print (3289) 


Provides the ability to print 32 Text characters in addition to 93 characters of the 94- 
character EBCDIC set (U.S. English only). Printers with or without this feature may be 
mixed with displays and printers with or without the APL/Text feature (1120) on an 
appropriately configured control unit. The text print belt provided with this feature is 
interchangeable with only the 48/64/94-character EBCDIC print belts. 


Note: Installing a text print belt on a 3289 limits the 3289-1 to 40 lines per minute 
(Ipm) and the 3289-2 to 160 lpm; when the 48/64/94-character EBCDIC print belts are 
used on a Text Print featured 3289, the normal print speeds are maintained. 


ASCII Transmission Code (3271-11, -12, 3275-11, -12) 


Provides the 8-bit ASCII transmission code over the transmission facilities (U.S. only). 


Copy (3271-1, -2) 


Permits the complete contents of the storage buffer of one device to be transferred into 
the storage buffer of another device — either display or printer. These devices must share 
a common control unit. 


CCITT V.35 Interface (3274-1C, -21C, -31C, -51C) 


Provides a cable and a CCITT interface for attachment to an external modem or other 
data-circuit-terminating equipment (DCE) complying with CCITT recommendation 
(1976) V.35, ISO Standard 2593, and other relevant CCITT recommendations, and pro- 
vides clocking of up to 57,600 bits per second (bps). Prerequisites: Communications 
Adapter (6302 or 6303) for speeds up to 9600 bps or High Performance Communications 
Adapter (6303) for speeds over 9600 bps. Limitations: (1) Cannot be installed with any 
other Communications Interface feature, (2) BSC is not supported at speeds greater than 
9600 bps, and 3) multipoint operation is not supported at speeds greater than 19,200 
bps. 


Notes: 


I, For 3274 Models IC, 21C, and 31C, this feature may also be used for direct con- 
nection to an IBM 3705 Communications Controller at speeds up to 57,600 bps. 


2. For 3274 Model 51C, this feature may also be used for direct connection to an IBM 
S100 Processor at speeds up to 9600 bps or to an IBM 3705 Communications 
Controller at speeds up to 57,600 bps. 
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1720 


1801 
1802. 
1950 — 


2707 


2707 


2708 


_ Typewriter layout, movable keyboards. Twelve program function keys are available in 


Switch Control Unit (3278, 3279) 


Permits switching operational control of the device between two different control units. 


Control Storage Expansion. (3274-14, -1C, -1D) — 


Permits the storage addresses to be accessed above the basic level. This feature is a 


- prerequisite to Extended F unction Store Type C1 (3622) or C2 (3623). One of these 
combinations (1801 and 3622 or 3623) isa prerequisite for the other Extended Function 


Store features (3625, 3627, and 3628). 


Control Storage Expansion (3274-51C) 


Permits the storage addresses to be accessed above the basic level. The feature is a 
prerequisite to Extended Function Store Type D1 (3630) and Type D2 (3632). 


Color Display Attachment (3276) 


Permits attachment of 3279 Color Display Stations (Models 2A, 3A, 2B, and 3B). 
Prerequisites: Extended Function Base (1068) and APL/Text Control (1067) for use with 
3279-2B or - -3B. for APL/Text operation. Limitations: This feature is not available for 
3276-1. The 3276 does not supp ort poems Symbols, Extended Color, or Extended 
Highlighting. 7 


_ Katakana Character Generator (3277, 3284, 3286, 3288) 


_. Provides the ability to display or print the characters described on the Katakana keyboard. 
_ Maximum of 4-part paper is recommended. Speed is reduced to 40 lpm. Mutually | 
exclusive with Data Analysis — APL (1066), Text Print feature (7880), and the Vertical 


Forms Control (9820) fe features. Pee Katakana Control (2707) on the control 


unit. 


Katakana Control (3271, 3272) 


Provides the controls and conversion for the additional Katakana characters. Control 
units with this feature may service only devices that contain the Katakana Character 


Generator (2706). Mutually exclusive with Data ne — APL (1066). 


_ Katakana Character Generator and Control. (327 5) 


Provides the controls, conversion, and: character nce for the additional Katakana 


characters. aces Ns with Dial CH 


88- pe Attribute Select ee English/ Japanese K stains Typewriter Keyboards 
(3278, 3279) 


Typewriter layout, movable keyboards, similar to the 88-key J apanese English and 


Japanese. Katakana typewriter keyboards (2717). Attribute select functions are shown on 


the 12 program function keys at the right-hand side of these keyboards. Prerequisite: 
Japanese English (2955) or Japanese Katakana (2973). Limitation: Cannot be installed 
on a 3278 or 3279 that 1 is attached to a ae Control ae aed Station. 


76-Key iapaiee English/Japanese K Katakana Typewriter Keyboards (3276, 3278, 3279) . 


the top row of data keys through use' of an Alternate shift key. The 76-key Japanese 
English Typewriter Keyboard provides 49 data keys and 27 control keys. Prerequisite: 
Keyboard Language: Japanese English (2955) or Japanese Katakana (2973). 


2716 


2717 
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76-Key Japanese Katakana Data Entry Keyboard (3276, 3278, 3279) 


A movable, 4-level shift keyboard, providing 49 data keys, 10 program function keys, and 
27 control keys. Prerequisite: Keyboard Language: Japanese Katakana (2973). 


88-Key Japanese English/Japanese Katakana Typewriter Keyboards (3276, 3278, 3279) 


Typewriter layout, movable keyboards with 49 data keys, 26 control keys, and 12 
program function keys. Twelve additional program function keys in the top row of data 
keys are available through the use of an Alternate shift key. The Japanese Katakana 
keyboard provides 4-level shift, 49 data keys, and 27 control keys. Prerequisite: 
Keyboard Language: Japanese English (2955) or Japanese Katakana (29 73). 


88-Key Japanese English/Japanese Katakana Typewriter/APL Keyboards (3276; 3278; 
3279-2B; -3B) 


Typewriter, movable keyboards with 49 data keys, 26 control keys, and 12 program 
function keys. These keyboards are similar to the 88-Key Japanese English and Japanese 
Katakana Keyboards (2717); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 81 APL specific characters in 
addition to the basic character set. An APL On/Off key controls whether the keyboard is 
in APL or character set mode. Prerequisite: APL/Text (1120) and Keyboard 

Language: Japanese English (2955) or Japanese Katakana (2973). 


88-Key Japanese English/Japanese Katakana Typewriter Overlay Keyboards (3278, 3279) 


Typewriter layout, movable keyboards, similar to the 88-key Japanese English and 
Japanese Katakana typewriter keyboards (2717). The 48 character keys in the typewriter 
section of these keyboards have narrow keytops. Blank overlays are available for the user 


_ to mark up special characters or symbols assigned to the keys when using Programmed 


Symbols (PS). Attribute select functions are shown on the 12 program function keys at 
the right-hand side of these keyboards. Prerequisite: Japanese English (2955) or 
Japanese Katakana (2973). Limitation: Cannot be installed on a 3278 or 3279 that is 
attached to a 3276 Control Unit Display Station. 


88-Key Attribute Select Japanese English/Japanese Katakana Typewriter/APL Keyboards 
(3278, 3279) 


Typewriter layout, movable keyboards, similar to the 88-key Japanese English and 
Japanese Katakana Typewriter/APL keyboards (2718). Attribute select functions are 
shown on the 12 program function keys at the right-hand side of these keyboards. 
Prerequisite: Japanese English (2955) or Japanese Katakana (2973). Limitation: Cannot 
be installed on a 3278 or 3279 that is attached to a 3276 Control Unit Display Station. . 


: Katakana Typewriter Keyboard (3275-1, -2; 3277-1, -2) | 


A typewriter layout, movable, 4-level shift keyboard providing 55 Katakana, 36 
alphanumeric, 33 special characters, and 12 program function keys. Prerequisite: 
Katakana Character Generator (2706) or Katakana Control (2707) on the control unit. 


Katakana Data Entry Keyboard (3275, 3277) 


A movable 4-level shift keyboard providing 55 Katakana, 36 alphanumeric, and 33 special 
characters. Prerequisite: Katakana Character Generator (2706) or Katakana Control 
(2707) on the control unit. 


Device Adapter (3271, 3272) 


Permits the addition of four devices (3277s, 3284s, 3286s, and/or 3288s in any 
combination). Up to seven adapters may be used for a maximum of 32 attached devices. 
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3255 
3256 


(3257 


3440 


3610 


Terminal Adapter No. 1 (3276) 


Terminal Adapter No. 2 (3276) 
Terminal Adapter No. 3 (3276) 


Each adapter provides for the attachment of two dvicss (3262-13s, 3278s, 3279s, 3287s 
and/or 3289s). (See Figure 1-1 for model restrictions.) One each of these aoeDer can 
be installed and they must be installed i in pence: 


_ Adapter wet o Prerequisites 


Number Terminals | (Adapter Number) 
1(3255) 3 and 4 a 
2 (3256) — Sand6 1 (3255) 
3 (3257) | Tand 8 1255) 
oe | a 2 (3256) 


Dial (3275-1, -2) | 
Permits operation over the switched network at 600 or 1200 bps. Provides a unique 
terminal address assigned by IBM. Clocking is provided by the device. Mutually exclusive 


with the Katakana features (2707, 2955, and 2973). Prerequisite: 1200-bps Transmis- 
sion Specs (7 eos 


Extended Character Set Adapter (3276, 3278, 3287) 


Provides the additional control and buffering necessary for the extended character set 

in the APL/Text (1120) feature. For the 3278, provides the additional character and 
field attributes required for the extended highlighting capabilities, and the Programmed 
Symbols features (5781 and 5782). On 3287, this feature is mutually exclusive with 
3271/3272 Attachment (8330). It cannot be installed on a 3287 that is to be attached to 
a 3274 Model 1B or 21B. 


3278 Model : 3279 Model 


Notes: | 


1. The 3276-1, -2, and -3 (with SDLC/BSC switch in SDLC mode) 
support the same 3278 models as the 3276-11, -12, and -13. 


2. The 3276 provides a display and a port for attaching one device: a- 


3262-13, 3278, 3279, 3287, or 3289. The 3276 with the three Terminal 
Adapters (3255, 3256, and 3257) thus allows a maximum cluster of 
«eight talep lays and/or printers. 


Figure 1-1. 3276/3278/ 3279 Attachment Matrix | 


3622 
3623 
3625 
3627 
3628 


3630 
3631 
3632 


Extended Function Store Type C1 (3274-1, -1C, -1D) 
Extended Function Store Type C2 (3274-14, -1C, -1D) 
Extended Function Store Type C3 (3274-1A, -1C, -1D) 


- Extended Function Store Type D1 (3274-14, -1C, -1D) 


Extended Function Store Type D2 (3274-1A, -1C, -1D) 


Provide increments of additional control storage positions to accomodate combinations 
of functional features that exceed the storage capacity of the basic unit. Prerequisite: 
Control Storage Expansion (1801). Increment sizes are: 


Types Cl, C3, and D1 — 16,384 bytes 
Types C2 and D2 —32,768 bytes 


Prerequisites: 
Control Storage 
Expansion (1801) Mutually 
Feature — and — | Exclusive with: 
Cl (3622) 7 — | C2 
C2 (3623) ~ Cl 
C3 (3625) Cl — 
D1 (3627) | _ Cl or C2 —~ 
D2 (3628) Cl or C2 — 


Note: To determine which Extended Function Store features are required, see 


Appendix A. 


Extended Function Store Type D1 (3274-51C) 
Extended Function Store Type D3 (3274-51C) 
Extended Function Store Type D2 (3274-51C) 


Provide increments of additional control storage positions to accommodate combinations 
of functional features that exceed the storage capacity of the basic unit. 


| Types D1 and D3 — 32,768 positions 
Type D2 — 65,536 positions : 


Prerequisites: 

Control Storage 

Expansion (1802) Mutually 
Feature =* and Exclusive with: 
D1 (3630) — D2 
D2 (3632) — D1 


- -D3(3631) (“ws iz a 


Note: Jo determine which Extended Function Store features are required for the 
3274-51C, see Figures A-5, A-6, and A-8 in Appendix A. 
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Encrypt/Decrypt (3274-1, -21C, -31C, -51C; 3276-11, -12, -13, -14) 
Provides a hardware implementation of the Federal Data Encryption Standard algorithm 


to encrypt and decrypt data messages under a 56-bit key variable. When used in 


conjunction with the Advanced Communications Function for Virtual Telecommuni- 
cations Access Method (ACF/VTAM) Encrypt/Decrypt feature (Feature Number 

6010, Program Number 5735-RC2) or Advanced Communications Function for Tele- 
communications Access Method (ACF/TCAM) Version 2 (Program Number 5735-RC3) 
and either the IBM 3848 Cryptographic Unit and the Operating System/ Virtual Storage 1 
(OS/VS1) and OS/VS2 Multiple Virtual Storage (MVS) Cryptographic Unit Support 
Program Product (Program Number 5740-XY6), or the OS/VS1 and OS/VS2 MVS 
Programmed Cryptographic Facility Program Product (Program Number 5740-XY5), data. 
transmitted over unprotected communication lines can be safeguarded through crypto- 
graphy. For installation on the 3276, the Security Keylock (6340) must also be installed. 


External Modem Interface (3274-1C, -21C, -31C, -51C; 3276) 


Provides a cable and an RS-232C interface for attachment to an IBM modem [or CCITT | 
interface for attachment to an external IBM modem or to a Post Telephone and Tele- 
graph Administration (PTT) mandatory modem complying with CCITT recommendations 
(1976) V.24, V.28, ISO Standard 2110, and other relevant CCITT recommendations] 
that provides clocking of up to 9600 bps. Prerequisite: For 3274, Communications 
Adapter (6301, 6302, or 6303). For 3276, Communications Feature with or without 
Business Machine Clock (6301 or 6302). Limitation: Cannot be installed with any other 
Communications Interface feature. 


Notes: 


1. For 3274 Models IC, 21C, and 31C, this feature may also be used for direct attach- 
ment to an IBM 4331 Processor at speeds up to 9600 bps. 


2. For 3274 Model 51C, this feature may also be used for direct attachment to an IBM 
3704 or 3705 Communications Controller or 4331 or 8100 Processor at speeds up 
to 9600 bps. 


Extended Print Buffer (3287) 


Provides additional buffer storage to allow 2560-, 3440-, or 3564- sianetie: print opera- 
tion. Mutually exclusive with 3271/3272 Attachment (8330). Allowable usage in SNA 
Character String (SCS) of the full buffer varies with the control unit (3274 or 3276) to 
which the printer is attached and with programming considerations. 


Friction Feed Paper Handling (3287) 


Provides for friction feeding of single-part, non-preprinted, continuous roll or fan-fold 
paper with a minimum width of 203.2 mm (8 inches). Included is a paper tear bar for 
tearing continuous forms approximately 63.5 mm (2-1/2 inches) from the last line 
printed. This feature is used interchangeably with the Variable Width Forms Tractor and 
is attached and removed by the user. It must be ordered on all machines without the 
Variable Width Forms Tractor-Covers (9850). 


Forms Stand (3284, 3286, 3287, 3288) 


This accessory permits placement of continuous forms (out of the carton) on a stand 
above the floor and provides for stacking after printing. 


4600 


4621 


4622 
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4626 


4627 


4628 


4629 


Operator Identification Card Reader (3275-1, -2, -11, -12; 3277) 

Enables the reading of a small, 53.9-by-85.7-mm (2-1/8-by-3-3/8-inch) credit-card-size, 
plastic card with a magnetic stripe on the back. The card can be encoded with 1 to 40 
characters (including control characters) at 75 bits per inch. This feature reads an 
operator identification card to allow identification of the display operator, thus 
enhancing system data security capability. 


75-Key EBCDIC Typewriter Keyboard (3276, 3278, 3279) 


A typewriter layout, movable keyboard, with 49 data keys and 26 control keys. Twelve 
program function keys are included in the top row of data keys and are available through 
the use of an Alternate shift key. 


75-Key EBCDIC Data Entry Keyboard (3276, 3278, 3279) 
A movable keyboard, with 35 data keys, 10 program function keys, and 30 control keys. 


75-Key EBCDIC Data Entry Keypunch Layout Keyboard (3276, 3278, 3279) 


A keypunch layout, movable keyboard, with 35 data keys, 10 program function keys, 
and 30 control keys. This is the recommended keyboard for high-volume data entry. 


75-Key ASCII Typewriter Keyboard (3276, 3278, 3279) 


An ASCII typewriter layout, movable keyboard, with 49 data keys and 26 control keys. 
Twelve program function keys are included in the top row of the data keys and are 
available through the use of an Alternate shift key. 


87-Key EBCDIC Typewriter/APL Keyboard (3276; 3278; 3279-2B, -3B) 


A typewriter ijayout, movable keyboard, with 49 alphanumeric data keys, 26 control 
keys, and 12 program function keys. This keyboard is similar to the 87-Key EBCDIC 
Typewriter Keyboard (4627); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 81 APL specific characters in 
addition to the basic character set. An APL On/Off key controls whether the keyboard 
in APL or basic character set mode. Prerequisite: APL/Text (1120). 


87-Key EBCDIC Typewriter Keyboard (3276, 3278, 3279) 


A typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 control 


keys, and 12 program function keys. Twelve additional program function keys are 
included in the top row of data keys and are available through the use of an Alternate 
shift key. 


87-Key ASCII Typewriter Keyboard (3276, 3278, 3279) 


An ASCII typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 
control keys, and 12 program function keys. Twelve additional program function keys 
are included in the top row of data keys and are available through the use of an Alternate 
shift. 


87-Key EBCDIC Typewriter/Text Keyboard (U.S. English only) (3276; 3278; 
3279-2B, -3B) 


A typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 control 
keys, and 12 program function keys. This keyboard is similar to the 87-Key EBCDIC 
Typewriter Keyboard (4627); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 65 Text specific characters in 
addition to the basic character set. A Text On/Off key controls whether the keyboard is 
in Text or basic character set mode. Prerequisite: APL/Text (1120). 
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66-Key EBCDIC Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A typewriter layout, movable keyboard, with 45 alphanumeric Keys and 21 control keys. 
Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Data Entry Keyboard (3275-1, -2, -11, -12; 3277) 


A movable keyboard, with 36 alphanumeric keys and 30 control keys. Prerequisite: 
EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Data Entry Keypunch Layout Keyboard (3275-3) 


A keypunch layout, movable keyboard, with 36 alphanumeric keys and 30 control keys 
(U.S. only). 


78-Key Operator Console Keyboard (3275-1, -2, -11, -12; 3277) 


An operator console layout, movable keyboard, with 45 alphanumeric keys, 21 control 
keys, and 12 program function keys. Prerequisite: EBCDIC Character Set (9089). 


Note: Available only in U.S. English (in World Trade countries, language features 2705 
and 2956 should be specified). 


78-Key EBCDIC Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key EBCDIC typewriter layout, movable keyboard, with 12 additional program 
function keys. Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key ASCII Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key ASCII typewriter layout, movable keyboard, with 45 alphanumeric keys and 21 
control keys. Prerequisite: ASCII(A) or (B) (9091 or 9092). (U.S. only) 


76-Key ASCII Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key ASCII typewriter layout, movable keyboard, with 12 additional program 
function keys. Prerequisite: ASCII (A) or (B) (9091 or 9092). (U.S. only) 


66-Key EBCDIC Data Entry Keypunch Layout Keyboard (3275-1, -2, -11, -12; 3277) 


A keypunch layout, movable keyboard, with 36 alphanumeric keys and 30 control keys. 
Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Typewriter/APL Keyboard (3277) 


A movable keyboard, with 45 alphanumeric and 21 control keys. Prerequisite: Data 
Analysis — APL (1066). 


78-Key EBCDIC Ty pewriter/APL Keyboard (3277) 
A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program keys. 
Prerequisite: Data Analysis — APL (1066). 


78-Key EBCDIC Text Keyboard (3277) 


A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program 
function keys. Prerequisite: Data Analysis — APL feature (1066) on both device nd 
and control unit. (U.S. only) 


4639  78-Key EBCDIC Fast Cursor Text Keyboard (3277) _ 


A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program 
function keys. The speed of the cursor and typamatic key operation is approximately 
twice that of a nontext keyboard. Includes Typamatic Delete and a function similar 

to typewriter carriage return. Prerequisite: Data Analysis — APL feature (1066) on both 
device and control unit. 


4640 87-Key EBCDIC Typewriter Overlay Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter 
Keyboard (4627). The 48 character keys in the typewriter section of the keyboard have 
narrow keytops. Blank overlays are available for the user to mark up special characters 
or symbols assigned to keys when using Programmed Symbols (PS). Attribute select 
functions are shown on the 12 program function keys at the right-hand side of the 
keyboard. Limitation: Cannot be installed on a 3278 or 3279 attached to a 3276 
Control Unit Display Station. 


4651 87-Key EBCDIC Attribute Select Typewriter Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter 
Keyboard (4627). Attribute select functions are shown on the 12 program function keys 
at the right-hand side of the keyboard. Limitation: Cannot be installed on a 3278 or 

a 3279 attached to a 3276 Control Unit Display Station. 


4652 87-Key EBCDIC Attribute Select Typewriter/APL Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter/APL 
Keyboard (4626). Attribute select functions are shown on the 12 program function keys 
at the right-hand side of the keyboard. Limitation: Cannot be installed on a 3278 or 
3279 attached to a 3276 Control Unit Display Station. 


4690 Keyboard Numeric Lock (3275, 3276, 3277, 3278, 3279) 


Enables keyboards 4621, 4622, 4623, 4627, 2715, 2716, and 2717 to be locked if a 
nonnumeric key (that is, other than O—9, minus (-), decimal sign, or DUP) is operated in 
a predefined numeric-only field. 


Note: for devices with an attribute-select keyboard, Numeric Lock is defined as on or 
off during the control unit customizing procedure. (Overlay keyboards are included in 
the group of attribute-select keyboards. ) 


4850 Loop Adapter (3274-51C; 3276-11, -12, -13, -14) 


Permits attachment to a direct or data-link loop of the 8100 Information System. Direct 
loop attachment supports speeds up to 38,400 bps. Data-link loop attachment supports 
2400, 4800, or 9600 bps. A direct-attached loop can use a 9.6-kilohertz (kHz) or 38.4- 
kHz carrier; a data-link attached loop uses a 9.6-kHz carrier. Limitations: Mutually ex- 
clusive with any other Communications Interface features (3701, 5500, 5501, 5502, 
5507, 5508, 5650, and 5651), Encrypt/Decrypt feature (3680) and for 8100 attachment, 
Terminal Adapter Type B (7801). Prerequisites: For 3276, Communications Feature 
without Business Machine Clock (6302). For 3274-51C, High Performance Communi- 
cations Adapter (6303) and Configuration Support C (9112). 
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Magnetic Reader Control (3276, 3278, 3279). 


Permits attachment of the magnetic hand scanner to a 3278 or 3279, or of the magnetic 
slot reader to a 3276, 3278, or 3279. 


e Magnetic Hand Scanner 


The magnetic hand scanner (MHS) is attached by a 1.5-meter (4.9-ft) coiled cable to a 
3278 or 3279 that is connected to a properly configured 3274 Control Unit. It reads 
magnetic-striped labels that are attached to shelves, cartons, and other objects. The 

_ MHS has three lights and a buzzer to provide the user with feedback on the status of 
the scanned data. Extension cable assemblies, 6 meters (19.7 ft) and 12 meters 
(39.4 ft), are available to extend operating distances from the 3278. Limitation: 
Extension cables cannot be plugged into other extension cables. See JBM 3270 
Information Display System: 3274 Description and Programmer’s Guide, GA23-0061, 
for descriptions of the applicable character sets and recording capacities. 


e Magnetic Slot Reader 


The magnetic slot reader (MSR) is attached by a 1.5-meter (4.9-ft) cable to a 3276 or 
to a 3278 or 3279 connected to a 3276 or a properly configured 3274. It reads 
information encoded on magnetic-striped cards such as job tickets, operator ID badges, 
and both large and small credit cards. The MSR has three lights and a buzzer to 
provide the user with feedback on the status of the scanned data. Extension cable 
assemblies, 6 meters (19.7 ft) and 12 meters (39.4 ft), are available to extend 
operating distances from the 3278. Limitation: Extension cables cannot be plugged 
into other extension cables. See JBM 3270 Information Display System: 3274 
Description and Programmer’s Guide, GA23-0061, for descriptions of the applicable 
character sets and recording capacities. 


1200-bps Integrated Modem, (3275-1, -2, -11, -12) 


Provides an integrated modem for operation over nonswitched (at 1200 bps) or switched 
(at 600 or 1200 bps) communication facilities. Prerequisite: Nonswitched, 1200-bps 
Transmission Speed (7820); switched, Dial (3440). 


1200-bps Integrated Modem, Nonswitched (3274-51C, 3276) 


Provides an integrated modem for operation over nonswitched communication facilities 
at 600 or 1200 bps. No external modem is required. Mutually exclusive with other 
interface/modem features (3701, 4850, 5501, 5502, 5507, 5508, 5650, and 5651). 
Prerequisites: For 3276, Communications Feature with Business Machine Clock (6301). 
For 3274-51C, Common Communications Adapter with Business Machine Clock (6301) 
and Configuration Support C (9112). Specify: 9651 for use with a 4-wire facility or 
9652 for use with a 2-wire facility, and (for Japan only) 2943, if used on Nippon Tele- 
phone and Telegraph (NTT) D-1 service. 


1200-bps Integrated Modem, Switched, Auto Answer (3274-51C; 3275-1, -2; 3276-11, 
-12, -13, -14) 


Provides an integrated modem with auto/manual answer capabilities for operation over 
switched communication facilities at 600 or 1200 bps. No external modem is required. 
Mutually exclusive with other interface/modem features (3701, 4850, 5500, 5502, 5507, 
5508, 5650, and 5651). Prerequisites: For 3275, Dial (3440); for 3276 and 3274, 
Communications Feature with Business Machine Clock (6301). For 3274-51C, Common 
Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). 


5502 


5507 


5508 


5550 


Note: /n Canada and the U.S., this feature requires a data access arrangement type CBS 
or Federal Communications Commission (F'CC)-registered equivalent. In World Trade 
countries, this feature includes the Public Switched Network (PSN) line plate, which is 
mandatory for attachment to the public switched telephone network. 


1200-bps Integrated Modem, Switched, Manual Answer (3274-51C; 3276-11, -12, -13, -14) 


Provides an integrated modem for communication with a remote processor at 600 or 
1200 bps over the public switched telephone network. No external modem is required. 
Mutually exclusive with other interface/modem features (3701, 4850, 5500, 5501, 5507, 
5508, 5650, and 5651). Prerequisites: For 3276, Communications Feature with Business 
Machine Clock (6301). For 3274-51C, Common Communications Adapter with Business 
Machine Clock (6301) and Configuration Support C (9112). 


Notes: 


1. In Canada and the U.S., this feature requires a data access arrangement type CDT 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN 
line plate, which is mandatory for attachment to the public switched telephone 
network. 


2. Canada only: This feature is for SNVA/SDLC only. 


1200-bps Integrated Modem, Nonswitched with Switched Network Backup (3274-SIC, 
3276) 


Provides an integrated modem at 600 or 1200 bps for operation over nonswitched com- 
munications facilities, and also provides manual switched network backup capability. No 
external modem is required. Mutually exclusive with other interface/modem features 
(3701, 4850, 5500, 5501, 5502, 5508, 5650, and 5651). Prerequisites: For 3276, 
Communications Feature with Business Machine Clock (6301). For 3274-51C, Common 
Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). Specify: 9651 for use with a 4-wire facility or 9652 for use witha 
2-wire facility. 


Note: Jn Canada and the U.S., this feature requires a data access arrangement type CDT 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN line 
plate, which is mandatory for attachment to the public switched telephone network. 


1200-bps Integrated Modem, Nonswitched with Switched Network Backup, Auto Answer 
(3274-S1C, 3276) 


Provides an integrated modem for operation over nonswitched communications facilities 

at 600 or 1200 bps and also provides auto/manual answer switched network backup 
capabilities. No external modem is required. Mutually exclusive with other interface/ 
modem features (3701, 4850, 5500, 5501, 5502, 5507, 5650, and 5651). Prerequisite: For 
3276, Communications Feature with Business Machine Clock (6301). For 3274-S51C, 
Common Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). Specify: 9651 for use with a 4-wire facility or 9652 for use with a 
2-wire facility. 


Note: Jn Canada and the U.S., this feature requires a data access arrangement type CBS 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN line 
plate, which is mandatory for attachment to the public switched telephone network. 


Printer Adapter (3275) 


Permits attaching the 3284-3 printer. The adapter provides the controls to print out the 
contents of the 3275 buffer. 
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Power Expansion (3274-51C) 


Provides the additional power required for the installation of Terminal Adapter Type B 
(7801). 


2400-bps Integrated Modem, Nonswitched (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
1200 and 2400 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3863 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point or multipoint mode. Equalization is automatic and is con- 
tinuously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3863 Model 1 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 
to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless the 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). 


Notes: 


I. Specify 9321 for operation as a tributary station in a multipoint network or 9322 for 
point-to-point operation. 


2. For Japan only, specify 2943 if used on NTT D1 service. 


DDS Adapter, Point-to-Point Operation (3274-1C, -21C, -31C, -51C; 3276) (U.S. only) 
DDS Adapter, Multipoint Operation (3274-1C, -21C, -31C, -51C; 3276) (U.S. only) 


Provides an integrated adapter for BSC or SDLC data transmission at speeds of 2400, 
4800, or 9600 bps, or SDLC data transmission at 56,000 bps, over the AT&T nons- 
switched Dataphone’ digital data service (DDS) network. This adapter interfaces with a 
DDS channel service unit, the customer site termination of the DDS network. Mutually 
exclusive with other interface/modem features (3701, 4850, 5500, 5501, 5502, 5507, 
and 5508). Prerequisites: For 3274, Communications Adapter (6302 or 6303) for 
speeds up to 9600 bps or High Performance Communications Adapter (6303) for speeds 
above 9600 bps. Specify 9822 for 2400 bps, 9823 for 4800 bps, 9825 for 9600 bps, or 
9833 for 56,000 bps. 


X.21 Adapter for Nonswitched Networks (Japan only) (3274-1C, -21C, -31C, -51C; 
3276-11, -12, -13, -14) 


An interface adapter for connection to the DDC network in Japan. It operates in SDLC 
mode at speeds of 2400, 4800, 9600, or 48,000 bps through X.21 Nonswitched data 
communication equipment. Limitation: Cannot be used with any other Communica- 
tions Interface feature. Does not support BSC transmission control protocol. 
Prerequisite: Communications Adapter (6302 or 6303) for communication up to 9600 
bps or High Performance Communications Adapter (6303) for communication at 
48,000 bps. 


1 Trademark of the American Telephone and Telegraph Co. 


5656 
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5781 


5782 


X.21 Switched Adapter (Japan and Nordic Countries only) (3274-21C, -31C, -S1C; 
3276-11, -12, -13, -14) 


An interface adapter for connection to the DDX Network in Japan. It operates in SDLC 
mode only at speeds up to 48,000 bps. Limitation: Cannot be used with any other Com- 
munications Interface feature. Does not support BSC transmission control protocol. 
Prerequisite: Communications Adapter (6301, 6302, or 6303) for communication up to 
9600 bps or High Performance Communications Adapter (6303) (3274 only) for com- 
munication at 48,000 bps. 


4800-bps Integrated Modem, Nonswitched (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
2400 and 4800 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3864 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point or multipoint mode. Equalization is automatic and is con- 
tinuously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3864 Model 1 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 
to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and 
Configuration Support C (9112). 


Notes: 

1. Specify 9321 for operation as a tributary station in a multipoint network or 9322 for 
point-to-point operation. 

2. For Japan only, specify 2943 if used in NTT D1 service. 


Programmed Symbols 2 (PS-2) (3278-2, -3, -4; 3279-2B, -3B; 3287) 


PS-2 provides storage and accessing of two 190-character symbol sets whose shapes and 
codes are customer-definable. The symbol sets are loaded under program control and 
accessed for display or printing through programming or by an operator from the display 
keyboard. Prerequisites: For the 3278, Extended Character Set Adapter (3610). For 
the 3279, none. For the 3287, Extended Print Buffer (3880) and Extended Character 
Set Adapter (3610). 


Programmed Symbols 4 (PS-4) (3278-2, -3, -4; 3279-2B, -3B; 3287) 

PS-4 provides storage and accessing for an additional four 190-character symbol sets 
whose shapes and codes are customer-definable. Prerequisite: PS-2 (5781) 

Notes for 5781 and 5782: 


I. The number of symbols in any one set that can be accessed from the display station 
keyboard is 94 (or 116 for Canadian French or 127 for Japanese Katakana) plus space. 


2. These features are available only on the 3278 Models 2, 3, and 4, the 3279 Models 2B 
and 3B, and the 3287, 


3. These features can only be used with a 3274 equipped with a Category A terminal port 
having the Programmed Symbols (PS) Control and the Structured Field and Attribute 
Processing options of Configuration Support C. 
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5783 


5811 


5812. 


5813 
5821 
5822 


— $823 


5840 


5842 


4. If display operator selection of Programmed Symbols is required, keyboard 4640, 
4651, 4652, 2708, 2719, or 2721 must be used. 


5. On the 3287 Models 1C and 2C, also permits printing within a character location in a_ 
selected color (black, blue, green, or red). 


Programmed Symbols 4A (PS-4A) (3287-1C, -2C) 


PS-4A provides the storage and accessing of four 190-symbol sets whose shapes and codes 
are customer-definable. Three of the symbol sets allow printing within a character 
location in a selected color (black, blue, green, or red), and the remaining set allows 
printing of up to four colors (black, blue, green, and red) within a given character 
location. Limitations: Can only be used with a 3274 equipped with a Category A 
terminal port having the PS Control and the Structured Field and Attribute Processing 
(SFAP) options of Configuration Support C. Cannot be installed with PS-2 (5781) or 
PS-4 (5782). Prerequisites: Extended Character Set Adapter (3610) and Extended 

Print Buffer (3880). 


48-Character ASCII Print Belt (3289) 
64-Character ASCII Print Belt (3289) 
94-Character ASCII Print Belt (3289) 
48-Character EBCDIC Print Belt (3289) 
64-Character EBCDIC Print Belt (3289) 


94-Character EBCDIC Print Belt (3289) 


Provides a print belt of the indicated character set. (U.S. only; contact IBM for other 
character set languages.) 


9600-bps Integrated Modem, Nonswitched, Point-to-Point (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
4800 and 9600 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3865 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point mode. Equalization is automatic and is continuously per- 
formed. Supports the same Link Problem Determination Aid (LPDA) diagnostic 
functions provided by the base 3865 Model 1 Modem for enhanced network management 
and network problem determination. Also provides an “out-of-band” tone to the host 
modem when the integrated modem or the control unit has lost power and can no longer 
communicate. LPDA and power-loss detection operate with Network Problem Deter- 
mination Application (NPDA) Release 2. (See Network Problem Determination Applica- 
tion, Program Number 5735-XX8, for the program products required on the host 
system.) Limitation: Cannot be used with any other Communications Interface feature 
or Terminal Adapter Type B. Detection of power loss is not supported unless the 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). 


9600-bps Integrated Modem, Nonswitched, Multipoint (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
4800 and 9600 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3865 Model 2 Modem. Speed selection is under both operator and/or host control. 
It operates as a multipoint tributary station. Equalization is automatic and is continu- 
ously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3865 Model 2 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 


5920 


5921 


6301 


6301 


6302 


6302 


to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless the 


Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 


Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). 


EBCDIC Print Belt (3288) 


This accessory provides a print belt of the 64 characters described on the EBCDIC 
keyboard. 


Text Print Belt (3288) 


This accessory provides a print belt of the 120 sans serif characters in the TN/T11 
character set. 


Communications Feature with Business Machine Clock (3276) 


Required for attachment to communication facilities through any 600- or 1200-bps 
integrated modem, or the External Modem Interface (3701) at 1200 bps (SNA/SDLC or 
BSC), or to any external modem that does not provide its own clocking. Mutually 
exclusive with Communications Feature without Business Machine Clock (6302). 


Common Communications Adapter with Business Machine Clock (3274-51C) 


Required for attachment to communication facilities through any 600 or 1200 bps 
integrated modem, to the External Modem Interface (3701) at 1200 bps (SNA/SDLC or 
BSC), or to any external modem that does not provide its own clocking. Mutually 
exclusive with 6302 and 6303. 


Communications Feature without Business Machine Clock (3276) 


Required for attachment to communication facilities, at speeds up to 9600 bps using 
SDLC, or up to 7200 bps using BSC, through any external modem that provides its own 
clocking, or through the DDS Adapter (5650 or 5651). It is also required for attachment 
to the directly attached or data-link-attached loops of the 8100 Information System at 
speeds of up to 9600 bps. Mutually exclusive with Communications Feature with Busi- 
ness Machine Clock (6301). 


Common Communications Adapter without Business Machine Clock 
(3274-1C, -21C, -31C) 


Required for attachment to communication facilities at speeds up to 9600 bps. SNA/ 
SDLC and BSC transmission control protocols are supported. Clocking must be provided 
by the modem or communication facility. Limitations: When a Category B Terminal 
Adapter(s) (7802, 7803, 7804, or 7805) is installed, the High Performance Communica- 
tions Adapter (6303) must be installed in lieu of this feature, if SNA/SDLC protocol is 
required with a line speed greater than 7200 bps. This feature cannot be installed with 
the High Performance Communications Adapter (6303). 
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Common Communications Adapter (3274-51C) 


Required for attachment to communication facilities at speeds up to 9600 bps. SNA/ 
SDLC and BSC transmission control protocols are supported. Clocking must be provided 
by the modem or communication facility. Limitations: When a Category B Terminal 
Adapter (7801) is installed, the High Performance Communications Adapter (6303) must 
be installed in lieu of this feature, if SNA/SDLC protocol is required with a line speed 
greater than 7200 bps. When a Category B Terminal Adapter is not installed, this feature 
(6302), 6301, and 6303 are mutually exclusive. 


High-Performance Communications Adapter (3274-1C, -21C, -31C, -51C) 


Required for attachment to the communication lines through a modem with its own 
clocking when SNA/SDLC protocol is required with a line speed of 9600 bps, and a 
Category B Terminal Adapter(s) (7802, 7803, 7804, or 7805) is installed. It is required 
when the line speed exceeds 9600 bps. It is also required for attachment to the directly 
attached or data-link-attached loops of the IBM 8100 Information System at speeds of up 
to 38,400 bps. Mutually exclusive with Common Communications Adapter 6301 and 
6302. 


Note: Operation is restricted to SNVA/SDLC protocol; initial microcode load (IML) 
for BSC protocol is not possible. 


SDLC/BSC Switch (3276-1, -2, -3, -4) 


Provides SNA/SDLC transmission control in addition to the basic binary synchronous 
communication (BSC). SDLC or BSC can be selected by the operator with a switch on 


the operator panel. Mutually exclusive with Extended Function Base (1068). 


Notes: 
I. The 3276 Models 1, 2, and 3 with feature 6315 installed and operating in SDLC mode 
support the same 3278 models as the 3276 Models 11, 12, and 13, respectively. 


2. A 3276 with feature 6315 installed does not support attachment of the 3279 Color 
Display Station. : 


Security Keylock (3275, 3276, 3277, 3278, 3279) 


A lock and key which prevents modification or display of data in the 3276, 3278, or 
3279 display station when in the “off position. When the Security Keylock feature is 
combined with the Encrypt/Decrypt feature (3680) on the 3276, a third position of the 
lock permits modification of the 56-bit encrypt/decrypt key variable. 


6350, 6351 Selector Pen (3275, 3276, 3277, 3278, 3279) | 


A hand-held, pen-like device that permits the operator to select fields of data from a 
display for input to the host system. The 6351 Selector Pen has a slightly wider field 
of view to make the light pen easier for the operator to use. It is available on the 3276 
Models 1, 2, 11, and 12 and the 3278 Models 1 and 2 only. 


6901 
6902 
6903 


7801 


7802 


7803 
7804 
7805 


7820 


7821 


Terminal Adapter Type Al (All 3274 Models except 51C) 
Terminal Adapter Type A2 (All 3274 Models except 51C) 
Terminal Adapter Type A3 (All 3274 Models except 51C) 


Each adapter permits attachment of an additional eight Category A terminals. The base 
control unit, which provides for attachment of eight Category A terminals (1—8), can be 
expanded with these three adapters to a maximum configuration of 32 Category A 
terminals. One each of these adapters can be installed and they must be installed in 


sequence. 


Adapter 
Type 

Al (6901) 
A2 (6902) 
A3 (6903) 


Terminal Adapter Type B (3274-51C) 


Terminals 
9—16 
17—24 
25—32 


Mutually 
Exclusive 
with Type 


B3 (7804) 
B4 (7805) 


Prerequisites 


Al (6901) 
Al (6901) 
A2 (6902) 


Permits attachment of four Category B terminals, thus expanding the capability of the 
control unit to attach up to 12 terminals. Prerequisite: Power Expansion (5550). 
Limitations: Category B terminals are not supported when attached to an 8100 Infor- 


mation System. 


Terminal Adapter Type B1 (All 3274 Models except 21A, 21C/SNA, and 51C) 


Permits four Category B terminals (1—4) to be attached and provides for installation of 
Téiminai Adapter Types BZ, B3, and B4 (7803, 7804, and 7805) when additional 


Category B terminals are desired. 


Terminal Adapter Type B2 (All 3274 Models except 21A, 21C/SNA, and 51C) 
Terminal Adapter Type B3 (All 3474 Models except 21A, 21C/SNA, and 51C) 
Terminal Adapter Type B4 (All 3274 Models except 21A, 21C/SNA, and 51C) 


Each adapter permits four additional Category B terminals to be attached. A maximum 

of one each of these adapters can be installed for a combined total of 12 additional or 16 
total Category B terminals attached to a control unit. One each of these adapters can be 
installed, and they must be installed in sequence. 


Adapter 
Type 

B2 (7803) 
B3 (7804) 


B4 (7805) 


Terminals 
5—8 
9—12 


13—16 


Mutually 
Exclusive 
with Type 


A3 (6903) 


A3 (6903) 


Prerequisites 
B1 (7802) 


B1 (7802) 
B2 (7803) 


B1 (7802) 
B2 (7803) 
B3 (7804) 


1200-bps Transmission Speed (3271; 3275-1, -2, -11, -12) 


Permits operation over the communication facilities at 1200 bps. Clocking is provided 
by the unit. Mutually exclusive with 4800/7200-bps Transmission Speed (7821). 


4800/7200-bps Transmission Speed (3271-1, -2, 3275-1, -2) 


Permits operation over the communication facilities at speeds up to 7200 bps. Clocking 
is provided by the modem. Mutually exclusive with 1200-bps Transmission Speed (7820). 
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9600-bps Transmission Speed (3275-3) 
Permits operation over a 3651 Store cantrlie: local loop at t 9600 nee 


Text Print Feature (3288) | 


Provides the 120:sans serif characters in the TNT T11 character set. Also provides 
character underscore and overstrike (using a line advance inhibiting order). Mutually 
exclusive with Katakana Character Generator (2706). Prerequisite: EBCDIC TN/T11 


Character Set (9093). 


3271 / 3272 Attachment (3287) 


Provides one interface for attaching a 3287 to a 3271, 3272, 3274, 3791 Controller, 8101 


Storage and I/O Unit, or 8/370 Model 138 or 148. Provides the buffer storage required 
for print operation. Mutually exclusive with 3274/3276 Attachment (8331). Also, the: 
127 character plus space and null Katakana enhancement is not supported. Prerequisites: 
For 3271 or 3272, an available port or added Device Adapter (3250); for 3274, an 
available Type B port or added Terminal Adapter Type B oe etc.). 


3274/3276 Attachment (3287) 


Provides one interface for attaching a 3287 to a 3274 or 3276. Provides the buffer storage 
required for print operation and also Buffer Reprint support. Mutually exclusive with 
3271/3272 Attachment (8330) or Data Analysis — APL (1066). Prerequisites: For 

3274, an available Type A port or added Terminal Adapter Type A (6901, etc.); for 

3276, an available te or added Terminal Adapter (3255, etc. ). 


Variable-Width F orms Tractor (3287) 


A forms-feeding device for continuous margin-punched ‘stiie Overall forms width from 
76.2 to 381.0 mm (3 to 15 inches) can be fed. Forms of up to six parts, with a total 
thickness of 0.457 mm (0.018 inch), may be used. Prerequisite: Variable Width Forms 


- Tractor — Paper Handling (9185) where there is a Sens to handle forms with an — 


overall width from 76. 2 to 203.2 mm (3 to 8 inches). | 


Waterproof Power Connects (3274- 1A, -1B, -1D, -21A, -21B, -21D, -31A, and -31D) 


Provides a waterproof connector on the power cable to satisy local ordinances requiring 


termination of a type in specific locations. 
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Figures 2-1 through 2-42 give the configuration feature codes for the units in the 
IBM 3270 Information Display System. 


Mutually 

Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) | Feature Name Code ordered with) ordered with) 


N | 's/360Model 25 | 
[5/860 Mods 40— 
[s/a60Mode 60 SCC 
Psia60Mod6s | 
[S7a60 Mode 67 
(s/a60 Model 75 
[SR60Wod 8S CC 
[S7360 oder 186 
rsra7owodel 16 CT 
[sav Model 125 
[s7s70 Model 35,1063 
[s7s70Model 138 SSCS 
[s/a70 Model 145, 1453 
[s7370 Model 48 SSCS 
[S/370 Model 155, 16511 Sd 
[s/370 Mode! 158, 168MP_ 
[s7a70 Model 165,165" | 
[s7370 Model 168, 168MP_ 
rsa7oMode 185 SCC 
[303T Processor Cd 
[3037 Processor SSC~dCSCS 
[3093 Provesor SSS 
[4331 Processor SSCS 
[4341 Processor SSCS 


Figure 2-1. 3271/3272 System Attachment — Universal 
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| = Mutually 
Necessary (N) . Special Specify Prerequisite Exclusive 

or — Feature | Feature (Must be (Must not be 
Optional (O) | Feature Name 3 Code Code ordered with) 


N 115V Locking Plug 
Choose one | 208 V Locking Plug. 
| 230 V Locking Plug 


ordered with) 


115 V Nonlocking Plug | - 
208 V Nontocking Plug 
230 V Nonlocking Plus - 


GN Transmission Codes 
Choose one EBCDIC 
- ASCH | 


Data Analysis — APL (Not available 
for Model 1 or 11) 


additional devices.) — 
Transmission Speeds 


Device Adapter (Each permits four 


1200 bps . 
4800 or 7200 bps (Models 1, 2) 


Legend: 
EB ASCII is available in U.S. only. 


Figure 2-2. 3271 Control Unit — Universal 


Mutually 
Exclusive 

(Must not be 
ordered with) 


Necessary (N) 
or 


Prerequisite 
(Must be 
ordered with) 


Specify 
Feature 


Special 
Feature 
Code 


208 V Locking Plug 
230 V Locking Plug 
208 V Nonlocking Plug 


230 V Nonlocking Plug 

Host System Operator Console 
(Model 2 only) 
3277 Model 2 


Data Analysis — APL (Model 2) 


Device Adapter (Each permits four 
additional devices.) 


(For record 


purposes) 


Legend: 
a U.S. and Canada. 


Figure 2-3. 3272 Control Unit — Universal 


Necessary (N) Special Specify Prerequisite |Mutually 
Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) | Feature Name Code ordered with) | ordered with 
N Power 
Choose one 100 V, 50 Hz 


115 V, 60 Hz 
200 V, 60 Hz 
208 V, 60 Hz 


230 V, 60 Hz 


1 Choose one Locking Plug 


(Japan only) Nonlocking Plug 


N Machine Nomenclature 
Choose one Japanese 
Spanish 


Lo | Katakana Character Generator 
Katakana Control 


Legend: 
EE Available for all voltages under 200V. 


Figure 2-4. 3271/3272 Control Units — Additions for Americas/Far East 


Necessary (N) 
or 
Optional (O) Feature Name 
123.5 V, 50 Hz 


Sow [ovine | femme | 
Choose one 100 V, 50 Hz 

A OA 

. = eae ee 

| 2ssv,soHz | HT 

PooveoHe Tr 

sven ee ee 

ae is See 

, Less rs sa 

a a Pere 

ee ll er ea 

ae a re 

en! ea heen 

eae nee inmate 


Prerequisite 
(Must be 
ordered with) 


Specify 
Feature 
Code 


Special 
Feature 
Code 


200 V, 60 Hz 
208 V, 60 Hz 
230 V, 60 Hz 


N Machine Nomenclature 
Choose one English (UK) 
English (US) 


French 
German 
Italian 


Figure 2-5. 3271/3272 Control Units — Additions for Americas/Middle East/Africa 
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Necessary (N) Special 


Specify | Prerequisite 


Mutually Exclusive (Must 


or Feature; Feature| (Must be 

Optional (O) Feature Name Code ordered with): | not be ordered with): 

aN [Ta6V Locking Pog fmoael ony | ——feweo ft P 

El choose one [208V Locking Plug —SSSCSC~—~—S—iSC~‘iz OB PCOS 
[240V LockingPlugSOSC=~C~S~—“—~sS~—~—SSC“‘*‘iz OW PCSC*dSCCSCSCSCSCSCSCS 
[120 Nonlocking Plug (Model tconiv) | fea | ——*id|—SS—S—S 
[208VNonlockingPug——SSSS«dTSC*dt wHS|SCC‘“SC“‘#$NCSNNN’..NC 
[240V Nonlocking Pug ——S—~—~S—SSC“‘(tQOPC*dSC‘“‘CNSNCOC#C#“#NSNNNNSNCN 


Ec 
Eo [Communication Gable SO metere(iof) | | eoer_ |__| 
choose one [Communication Coble 9.1 mevers (GOR) | [902] +i SSCS 
[Communication Gable T22 meter @OR | [eos | «dS 
[Terminal Adapter Type AT__—SSC=it TS] SSCdSSCSCSCSCS 


Terminal Adapter Type A2 


(8 terminals per Terminal Adapter Type A3 
adapter) 


7301 
PI) O | Terminal Adapter Type B1 | 7802 
Choose as needed 7803 
(4 terminals per 73804 


adapter) Terminal Adapter Type B4 | 7805 


N External Modem Interface 3701 
(Models 1C and 


51C only) Digital Data Service Adapter {Ji 
Choose one (nonswitched, point-to-point) 
Special Feature; | Digital Data Service Adapter ff) 
then choose one (nonswitched, multipoint) 
Specify Feature | 2000 bps & 


1200 bps Integrated Modem, Switched 
with Manual Answer 


Choose as needed 


6902.  +|7804 


ya:14850 | 


802 | 
7803 
7804 


6301, 6302 
or 6303 


6302 or 6303 


6903 
5650 or 5651 


3701 or 5651 


6302 or 6303 | 3701 or 5650 


824 


6508 


©} 


O 


3701, 4850, 5500, 5501, 
5507, 5508, 5650, 5651 
3701, 4850, 5501, 5502, 
5507, 5508, 5650, 5651 
3701, 4850, 5500, 5501, 
5502, 5508, 5650, 5651. 


() 6301 
5500 | 9651or| §—) 6301 
9652 | 


5507 | 9651 or] §R) 6301 
9652 3 
Manual Answer = <s | . 
EJ 1200 bps Integrated Modem, Switched iE) 6301 3701, 4850, 5500, 5502, 


1200 bps Integrated Modem, Nonswitched 9651 or| §f) 6301 3701, 4850, 5500, 5501, 
9652 : 


with Switched Network Backup and Auto 5502, 5507, 5650, 5651 


Choose one 
(Model 51C 
only) 


1200 bps Integrated Modem, Nonswitched 


fF] 1200 bps Integrated Modem, Nonswitched 
with Switched Network Backup and 


Answer 


ae Encrypt/Decrypt Feature 8 | 3680 
N 


6302,6303—t”™” 


Common Communications Adapter with | 6301 
(See Limitations | # 
in text.) i 


6301 (Model 51C) 
and 6303 


without Business Machine Clock , 
: icati 6301 (Model 51C) 


High-Performance Communications 6303 


Adapter 


Figure 2-6. 3274 Control Unit — Universal (Part 1 of 2) 


2-4 


Necessary (N) 


Mutually Exclusive (Must 


| Special | Specify | Prerequisite 
or. Feature (Must be 
Optional (O) Feature Name Code ordered with): | not be ordered with): 
2400 bps Integrated Modem, 5640 9321 or! 6302 or 6303 
Nonswitched 9322 and 9112 
4800 bps Integrated Modem, 5740 9321 or} 6302 or 6303 
Nonswitched 9322 and 9112 


Eo 
B 
Eo 
| 
25) Point-to-Point 
24[e) 
(mo 
gyo 


9600 bps Integrated Modem, Nonswitched, 


Multipoint 


Extended Function Store Type C1 
fF) Extended Function Store Type C2 
Extended Function Store Type C3 
Extended Function Store Type D1 


Specify as 
needed. 
See Appendix A. 


fF) Extended Function Store Type D2 


fF] Extended Function Store Type D1 
12) Extended Function Store Type D2 
18) Extended Function Store Type D3 
Configuration Support B (9111) 
PX] Configuration Support C (9112) 


EE) O 
Specify as needed. 
See Appendix A. 
11) 
Specify as needed. 
See text. 


13 | N with 5500, 4-wire facility 
5507, or 5508 2-wire facility 


Loop Adapter 


O 
| CCITT V.35 Interface 


AC voltage, 1 phase, 3-wire, 60 Hz. 


r 
@ 
a 
@ 
pa 
jon 


4.3 meters (14 ft) normally supplied. Optionally specify 
other lengths. | 

6.1 meters (20 ft) normally suppplied. Optionally specify 
other lengths. 

Models 1A, 1C, and 1D only. 

Prerequisite only when SNA/SDLC protocol is required and 
feature code 7802 is installed. 

Not available in E/ME/A countries. 

Provides an increment of 16,384 positions of additional 


DO 88 © && 


control storage. 

Available with SDLC line control only. 

Not available with Special Features 5650 and 5651. 

U.S. only 

Configuration Support A is shipped with all 3274s unless 
Configuration Support B or C is specified. 

Provides increments of 32,768 positions of additional 
control storage. 

Model 51C only. 


Category B terminals are not supported when attached to the 
8100 Information System. 


Figure 2-6. 3274 Control Unit—Universal (Part 2 of 2) 


[ 
Oo 
w 
oO 


6302 or 6303 

and 9112 
6302 or 6303 
and 9112 


1801, 3622 
or 3623 


3680, 3701, 5500, 
5501, 5502, 5507, 
5508, 5650, 5651 


= 6303, 9112 


Sn A 
fase 808 


6301, 6302, 
6303 


15] Data Coupler Type CDT or FCC-certified equivalent is required 
(U.S. and Canada only). 

16) Requires a CBS type data access arrangement or FCC-registered 
equivalent (U.S. and Canada only). 

All models except Models 1B and 21B. 

18 Provides increments of 65,536 positions of additional control 
storage. 

EE) For Model 51C, also Configuration Support C (9112). 

20! All models except Model 51C. 

F3) When installed on a Mode! 1A, or on a Model 1C to be used in 
SNA/SDLC, Extended Function Store feature(s) (3622, 3625, 
3627) and Control Storage Expansion (1801) are required. See 
Appendix A to determine accurately what storage features are 
required in specific configurations. 

EJ Models 1C, 21C, 31C, and 51C only. 

EX) All models except 1B, 21A, 21B, 21C, and 21D. 

24 Models 31C and 51C only. 

25) Cannot be used with any other Communications Interface 
feature. 

For 8100 attachment, cannot be used with 7801. 


Chapter 2. Feature Lists 2-5 


Necessary (N) Special | Specify Prerequisite 
or : Feature} Feature | (Must be Mutually Exclusive (Must 
Optional (O) | Feature Name =. Code ordered with) | not be ordered with) 


100 V, 50 Hz 


110 V, 50 Hz 
200 V, 50 Hz 


N | Power — World Trade A/FE except Canada ——=i«d=Ss=~“‘“dOWBCdSSSSCSCSC‘“~“‘~*~S 
aes Lie eee ERT 
ee 

7 NEE i A! 
Sc FT 

240 V, 60 He Oe A 

100-V, 60 He ea (1 a EE 

110V,60Hz Rt A eR RRR RRRORNOAETE 
aa 

ooo feo 
io aaa 
eee i eeaeaERC ESE! 
— aaa 
eee 
ot 
need | 
od 


120 V, 60 Hz | | 2800 
127 V, 60 Hz | 2823 
200 V, 60 Hz | 2732 


220 V, 60 Hz 


208 V, 60 Hz 
240 V, 60 Hz ; 
1 Locking Plug | 
| Choose one Nonlocking Plug | 


N Machine Nomenclature 
Choose one Brazilian 


Peat 
aaa 
oan 
—— 
aris 
ee 
peer f 
eee 
Pe eae 
Reet 
ame 


a 
Leese! 
aie aga EE 
Co 
ed 
| : or 6303 
Elo X.21 Switched Adapter 5656 Lo Bl 
Legend 
Available for all voltages under 200V. 4 Japan only. | Japan and Nordic countries only. 


Figure 2-7. 3274 Control Unit — Additions for Americas/Far East 


Mutually 
Exclusive 

(Must not be 
ordered with) 


Prerequisite 
(Must be 
ordered with) 


Specify 
Feature 


Special 
Feature 
Code 


Necessary (N) 
or 
Optional (O) Feature Name 


iN - Power ) 
Choose one 220 V,50Hz ~~ 
240 V,50Hz 
(Ei 20v, 60 Hz 


O Communication Cable — Datel 2412 ee aa 
(UK only) Service, Facility 3 « 2835 
O Communication cable — D2400S Pm PP 
(Germany Direct-Call Facility Service 
only) va 
at oe le Pe IE 
Choose one English (UK) | 2927 saowinl 
English (US) “* a Ee 
a 
a A <A LEM 
a 
Legend: . j 


EB Saudia Arabia only. 


Figure 2-8. 3274 Control Unit — Additions for Europe/Middle East/Africa 


2-6 


Necessary (N) 
or 
Optional (O) Feature Name 


Special Specify 


Feature 
Prerequisite 


N System Attachment 
Choose one S$/360 Model 25 
S/360 Mode! 30 
$/360 Model 40 
S/360 Model 50 
S$/360 Model 65 
$/360 Model 67 
S$/360 Model 75 
$/360 Model 85 
$/360 Model 195 
$/370 Model 115 
$/370 Model 125 
S$/370 Model 135, 135-3 
$/370 Model 138 
$/370 Model 145, 145-3 
$/370 Model 148 
$/370 Model 155 


a 
oo 
Sh ie, 
NO] = 


$/370 Model 158 587 
$/370 Model 165 

S$/370 Model 168 588 
3031 Processor 

3032 Processor 598 
3033 Processor 9597 


Transmission Code 


Choose one __EBCDIC 2 9089 
2/4 9091 or 9092 
1200 | ~~ | 9091 0r 9092 
Choose one EBCDIC 9089 9761 
ZB ASCII (A) , 9091 9762 


Hg ASC (B) 9762 


Audible Alarm 


7820,7821 


4600 . Any keyboard 


ce 


Operator Identification Card Reader 


N Power 
Choose one 115 Vac Locking Plug 
115 Vac Nonlocking Plug 


9880 
9881 


Keyboards 
66-key EBCDIC Typewriter 
66-key EBCDIC Data Entry 
66-key EBCDIC Data Entry with 
keypunch layout 
78-key Operator Console 
78-key EBCDIC Typewriter 
‘im 66-key ASCII 4634 
4 | 78-key ASCII 4635 


4690 


Choose one 4630 


631 


9089 
9089 
9089 


> 


9089 
9091 or 909 
9091 or 909 


Keyboard Numeric Lock 


1200-bps Integrated Modem with 
Auto- Answer 
Printer Adapter 
Security Keylock 
Selector Pen 


3440,7821 


Transmission Speed 
1200 bps 
Ya 4800 or 7200 bps 


1200-bps Integrated Modem 


7820 
7821 


3440 or 7820 ore 


Legend: 

ay U.S. and Canada only. 

For 3275 Models 1 and 2 only. 
For 3275 Models 11 and 12 only. 
E3 ASCII is available in U.S. only. 


Figure 2-9. 3275 Display Station — Universal 


Chapter 2. Feature Lists 


2-7 


Mutually 
Exclusive 
(Must not be 
ordered with) 


Necessary (N) . | . | Special Specify Prerequisite 


or | Feature | Feature (Must be 
Optional (O) | Feature Name a | ordered with) 


N Power 
Choose one 100 V, 50 Hz 


po mov.soHZ T2805 
ae 
ma 
Ne eee! 


123.5 V, 50 Hz 

220 V, 50 Hz | 

235 V, 50 Hz 

100 V, 60 Hz 

115 V, 60 Hz 

Locking Plug | 
Nonlocking Plug 


N Machine Nomenclature 
Choose one English (UK) | 


Eee dl 

aa 

Reed 

ceed 

es oe esl 
boas ae 
fam | 
ace eee 
are ae 
[seen 
oe 

satan eee 
Cee! as 
a ar 
eel 

es el Ress 


El Choose one 
(Japan only) 


N Character Generator Language 
Choose one English (UK) 


N Keyboard Language 
Choose one English (UK) 


English (US) 


Portuguese | 2959 | 
Spanish 


EB Available for all voltages under 200V. 


Figure 2-10. 3275 Display Station — Additions for Americas/Far East 


Mutually 
Exclusive 
) (Must not be 


Special Specify Prerequisite 
Feature Feature (Must be 


Necessary (N) 
or 


Optional (O) 


Feature Name Code Code ordered with 


° 
~*~ 
a. 
@ 
bem | 
@® 
o. 
=. 
=> 
= 


811 


NT NTN NO NTNIN 
co; O}] © 0 ©O} © 
GOO} NTN —_ O;oO 
No} O; © w& ol; & 


2730 


N Power 
Choose one 100 V, 50 Hz 
110 V, 50 Hz 
123.5 V, 50 Hz 
220 V, 50 Hz 
100 V, 60 Hz 
115 V, 60 Hz 
235 V, 50 Hz 
N Machine Nomenclature 
Choose one English (UK) 
English (US) 
French 
German 
Italian 
Spanish 


N Character Generator Language 

Choose one Austrian/German 
Belgian/French (dual case) 
Belgian/French (mono case) 
Danish/Norwegian 
English (UK) 
English (US) 
Finnish/Swedish 
Italian (dual case) 
Italian (mono case) 
Portuguese 

N Keyboard Language 

Choose one Austrian/German 
Belgian 
Danish 
English (UK) 
English (US) 
Finnish/Swedish 
French 
Italian 
Norwegian 

Portuguese 

Spanish 


Figure 2-11. 3275 Display Station — Additions for Europe/Middle East/Africa 


2814 


2927 
2750 


2931 


2704 
2709 
2705 
2710 


Ny} NM 
~ 
o) 
wo 


705 


2705 
2712 
2714 


2957 
2971 


2958 


2966 


N) NENT NM XN N NO} NO 
co OO} OO; OO} © i<o) ~I] oN 
13) D1, HA; HA) on Oo oO; © 
i<e) COO; Bi @W| ® ol Ny] © 


2961 


Chapter 2. Feature Lists 2-9 


Mutually 


Necessary (N) : Special Specify Prerequisite Exclusive (Must 
or Feature Feature (Must be not be ordered 
Optional (O) Feature Name Code Code ordered with): 


O ee 2 eee 
terminals per 
adapter) | 
: Te Key EBCDIC Typewriter Keyboard =f aon | SCiSSSSCSC—~sSSCSSSC 
Layout Keyboard | 
[ED 75-Key ASCII Typeuriter Keyboard | _aeza_ [SOS SSSSSCSCS~St 
(12 additional PF keys) 
Bizeasionarrin | ee | T 
Fa (12 additional PF keys) | 
(U.S. English only) 1067 
1067 
[Keyboard Gable, tEmewre ter ——*(|S—*dCC a 


_ Any keyboard 1067 
Security Keylock | 6340 
Address Keylock | 1009 


a: an Keyboard Numeric Lock ae 
Selector Pen {3 6350 or 
6351 


© 
oO 
os 
1) 


1067, 1068 


[S| Caer Disav Aeshment i880 
[0 S678 Switch (Models 1.2.3, and4oniv) | 6315 
N 

a a ee 

Ho [Ed Power Coble, 1S meteor «it id 
S—— 

. | 


as 
[Power Cable, 4.5 meters (iS AY 
EZ Communication Cable 
ait mete 908 
aa meters aor 088 
EJ Communication Cable 
mente | | tee | 
; Nesinecocr ewes 
Choose one Machine Clock 
[Mondo | | 
Machine Clock 


Legend: 
91cm (3 ft) normally supplied. 8 | 1.8 meters (6 ft) normally supplied for attachment to a 
| 2 | DPD, AFE: 2.8 meters (9 ft); EMEA: 4.5 meters directly attached or data-link-attached loop. 
(15 ft) - normally supplied. Optionally specify other lengths. 9 | Not available on Model 1. 
El 6.1 meters (20 ft) normally supplied. Optionally specify 10] Feature code 1067 is required for 3279-2B, 3B with 
other lengths. | APL/Text. 
4 | U. S. and Canada only. 11] For Japan, locking plug normally supplied as a default 
Gi ASCII is available in U.S. only. | option. 
G Models 3, 4, 13, and 14 only. For U. S. and Canada. Nonlocking plug normally supplied 


Models 1, 2, 11, and 12 only. as a default option. 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 1 of 3) . 


2-10 


Necessary (N) 
or 
Optional (O) Feature Name 


External Modem Interface 


e Public Switched Network {J 


e Private Nonswitched Communications 
Facilities 


Special 
Feature 
Code 


Specify 
Feature 
Code 


Prerequisite 
(Must be 
ordered with): 


6301 or 6302 


Mutually Exclusive (Must 
not be ordered with): 


3701 4850, 5500, 5501, 5502, 
5507, 5508, 5650, 5651, 


5655, 5656 


9490 


O Digital Data Service Adapter (nonswitched, 9822, 6302 3701, 5500, 5501, 5502, 
Choose one point-to-point) U.S. only 9823, 5507, 5508, 5651, 5655, 
Digital Data Service Adapter (nonswitched, 5651 9822, 6302 3701, 5500, 5501, 5502, 
multipoint) U. S. only 9823, 5507, 5508, 5650, 5655, 
O X.21 Adapter for Nonswitched Networks, 6302 3701, 4850, 5500, 5501, 
Japan only 5502, 5507, 5508, 5650, 
5651, 5656 
X.21 Adapter for Switched Networks, 1068, 6302 3701, 4850, 5500, 5501, 
Japan and Nordic countries only 5502, 5507, 5508, 5650, 
5651, 5655 
N fe 2a00besSSCSC~“C~—“‘~*~*~*S*~*S*S~*SSCSC‘“‘irOB~«* BOD 


with 5650, e@ 9600 bps (SDLC only) 
or 5651 


O 4 1200 bps Integrated Modem, Switched 
Choose one with Manual Answer (Models 11, 12, 13, 
and 14 only) 


~ ~ ae 


6301 


3701, 4850, 5500, 5501, 
5507, 5508, 5650, 5651, 
5655, 5656 


ao 
ol 
\o) 
NO 


1200 bps Integrated Modem, Nonswitched 9651 or 6301 3701, 4850, 5501, 5502, 
9652 5507, 5508, 5650, 5651, 
5655, 5656 


1200 bps Integrated Modem, Nonswitched 
with Switched Network Backup and 


5507 9651 or 


9652 


6301 


3701, 4850, 5500, 5501, 
5502, 5508, 5650, 5651, 
5655, 5656 
3701, 4850, 5500, 5502, 
5507, 5508, 5650, 5651, 
5655, 5656 

3701, 4850, 5500, 5501, 
5502, 5507, 5650, 5651, 
5655, 5656 


Manual Answer 
1200 bps Integrated Modem, Switched 
with Auto Answer (Models 11, 12, 13, and 
14 only) 
1200 bps Integrated Modem, Nonswitched 


6301 


9651 or 
9652 


6301 


with Switched Network Backup and Auto 


Answer 


N with e 4-wire facility 
e 2 


5500, 5507, 
or 5508 


9651 or 
9652 


5500, 5507, 
5508 


. eqs 
* ene 


-wire facility 


Legend: 

GR Models 11, 12, 13, and 14 only. | 

2) Data Coupler Type CDT or.FCC-certified equivalent is required (U.S. and Canada only). 

Ei Requires a CBS type data access arrangement or FCC-registered equivalent (U. S. and Canada only). 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 2 of 3) 


Chapter 2. Feature Lists 2-11 


Necessary (N) | Special Specify Prerequisite 
or Feature Feature (Must be Mutually Exclusive (Must 
‘Optional (O) Feature Name Code ordered with): not be ordered with): 


1 Accessory Item — purchase only. 


| 2 | 1.5 meters (4.9 ft) cable normally supplied. Optionally specify extension cables. 
EI Models 1.1, 12, 13, and 14 only. 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 3 of 3) 
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Necessary (N) 
or 
Optional (O) Feature Name 


N Power — World Trade A/FE except Canada Le eee 2998 


Choose one 100 V, 50 Hz 2804 
110 V, 50 Hz 


a 
en 
ae 


Special Specify Prerequisite 


Feature Feature (Must be Mutually Exclusive (Must 
ordered with) | not be ordered with) 


220 V, 50 Hz 
230 V, 50 Hz 
240 V, 50 Hz 


Pieced 
100 v, 60 Hz | 2730 
ed 


110 V, 60 Hz 


120 V, 60 Hz We weal 2800 


127 V, 60 Hz 


Locking plug ae 9890 
Choose one 


Nonlocking plug 9891 
Machine Nomenclature 
Choose one Brazilian ioe 
a 
ae 
a 


Canadian/French 
English (US) 
English (UK) 


ees 
os 
eal 
_ 


Spanish-Speaking 


N Keyboard Languages 
Choose one Brazilian 
Canadian/French fF 2977— 2715, 2716, 2717, 2718 
EBCDIC Ff 2951s 2.715, 2716, 2717, 2718 
English (US) Ff 2986 fs 22.715, 2716, 2717, 2718 
International | F290 | 2715, 2716, 2717, 2718 
Japanese (English) Pf 29550 2716, 4621, 4627, 4629 
Rees et Pe Sears set sl 


| EBcDIC  —“‘;isCisisCY 
| English (US) 
|__Internationay 
| _Japanese (English) 
4621, 4622, 4623, 4626, 
| Spanish-speaking 
N 76-Key Japanese English/Japanese 2715 2955 or 2973 
76-Key Japanese Katakana Data Entry 2716 2973 2955 
a le 


ll 


2715, 2716, 2717, 2718 
2955 or 2973 
2955 or 2973 
and 1120 


Figure 2-13. 3276 Control Unit Display Station — Additions for Americas/Far East (Part 1 of 2) 


Legend: 
GB Available for all voltages under 200V. 


Chapter 2. Feature Lists 2-13 


| Special Specify Prerequisite 


Necessary (N) 


or : , Feature | Feature (Must be 
Optional (O) | Feature Name | | Code ordered with) - 
O G9 1200-bps Integrated Modem, Non- 9651 or | 
Choose one switched ee fae 
25 200-bps Integrated Modem, Switched 6301 
with Auto-Answser (Models 11, 12, 13, 
and 14 only) | | 
1200-bps Integrated Modem, Non- 9651 or 6301 
switched with Switched Network en lie 
Backup and Auto-Answer 
X.21 Adapter for Nonswitched Networks. 6302 
== Te 
X.21 Adapter for Switched Networks. 1068 
Japan and Nordic countries only wae 6302 
Legend: 


Japan only — Specify 2943 if used on NTT D-1 service. 


Mutually Exclusive (Must 

not be ordered with). | 
3701, 4850, 5501, 5502, 
5507, 5508, 5650, 5651. 
5655, 5656 
3701, 4850, 5500, 5502, 
5507, 5508, 5650, 5651, 

5655, 5656 | 
3701, 4850, 5500, 5501, 
5502, 5507, 5650, 5651, 
5655, 5656 | 
3701, 4850, 5500, 5501, 
5502, 5507, 5508, 5650, 
5651, 5656 
3701, 4850, 5500, 5501, 
5502, 5507, 5508, 5650, 
5651, 5655 


Excluding Canada — This feature includes the PSN line plate, which is mandatory for attachment to the public switched 


telephone network. 


Figure 2-13. 3276 Control Unit Display Station — Additions for Americas/Far East (Part 2 of 2) 
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Necessary (N) 
or 
Optional (O) 


Special Specify Prerequisite 
Feature Feature (Must be Mutually Exclusive (Must 


Feature Name Code ordered with) | not be ordered with) 


2999 


7 
rmiveorC~wSC 


Communication Cable — D1200S/D2400S 
Switched or Direct Call Facility Service 


(Germany 
only) 


Communication Cable — Datel 2412: 
Service, Facility 3 


(UK only) 


NO NPN, MEN 
10.0) 00] 00| CO; © 
W Oo} OO}; O}; = 
or OO; O}] =} & 


O Dial Disconnect Switch — D1200S/D2400S 2898 2899 
(Germany Switched Service 
only) 
N Machine Nomenclature 
Enalih 10S a Er (a) eR 
A ___ Aen MINE es ReamonEn eeeranONENNE 
German RRS Sk SaSAENS RANGERERRSEENE RE 
Pp ttaian 2982 
[SeanishSCSCSC—“~‘“‘“Ss*~“‘“‘iSCSC‘id CAT SCdCdSCCSSCSCSCSCS 
N Character Set Language 
Danish/Norwegian (Alternate) eel eee eee: 
Finnish/Swedish (Alternate) I ee ee Sr ete oy mpeg on oes od 
Spanish (Alternate ee ee 
N 


Keyboard Language ~ 
Choose one Austrian/German = 2957 


Belgian 2971 


ies 
EBCDIC eee se 
ae 
[Engin US) C~“~*S*S*S*S*S*S*S**S*~*~sYSC‘CS;SC' 
[Finish SC—~—SSCSCsdSCC 
a 

eel 

Boe 


NO 
© 
O) 
ie) 


[teen Cd 
a 
[Portuguese 
[Spanish 880 
| Swedish —“CSsd 


1200-bps Integrated Modem, Switched 
5508 9651 or 
9652 


with Auto-Answer (Models 11, 12, 13, 
9651 or 


NO 
© 
oO 
is 


NO 
© 
~w 
j=) 


N 
© 
Oo) 
~N 


NE NENTN 
OO} OO} O; © 
Ol Od} CO] O71 
OO} &} CO} © 


O 
Choose one 


6301 


3701, 5500, 5502, 5507, 
5508 


and 14 only) 

4 1200-bps Integrated Modem, Non- 
switched with Switched Network 

Backup and Auto-Answer 


1200-bps Integrated Modem, Non- 
switched 


X.21 Adapter for Switched Networks. 
Japan and Nordic countries only 


6301 3701, 5500, 5501, 5502, 


5507 


6301 3701, 5501, 5502, 5507, 
5508 


1068 3701, 4850, 5500, 5501, 
6302 5502, 5507, 5508, 5650, 
5651, 5655 


Legend: 

EB Saudi Arabia only. 

2 Excluding Canada — This feature includes the PSN line plate, which is mandatory for attachment to the public switched 
telephone network. 


Figure 2-14. 3276 Control Unit Display Station — Additions for Europe/Middle East/Africa 


Chapter 2. Feature Lists 2-15 


Mutually 

Necessary (N) | . | Special Specify | Prerequisite Exclusive 
or | Feature Feature (Must be (Must not be 
Optional (O) Feature Name | Code Code | ordered with) ordered with) 


oN 115 V Locking Plug 9380 | 
Choose one 115 V Nonlocking Plug 9881 ee a 
1 N Character Set 


Choose one EBCDIC 
GB asci(a) 
ZB Ascii (B) 


9089 


9092 


Any keyboard 


9089 
9089 
9089 


9089 

9091 or 9092} 
9091 or 9092 
9089 

1066 


1066 


( 78-Key EBCDIC Fast Cursor Text 4639 


Keyboard Numeric Lock 


| 0 Security Keylock 
Legend 


Any keyboard . 


oO 
Ww 
BAS 
io) 


Selector Light Pen 


q 


If the 3277 is attached to a 3271, the corresponding transmission code must be specified for the 3271. 
EA US and Canada only. 
3277 Model 2 only. 
ASCII is available in U.S. only. 
5 Not available in E/ME/A. 


Figure 2-15. 3277 Display Station — Universal 
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Mutually 
Exclusive 
(Must not be 


Prerequisite 
(Must be 
ordered with) 


Necessary (N) 
or 
Optional (O) 


Special 
Feature 
Code 


Specify 
Feature 
Code 


Power 
100 V, 50 Hz 


N 

Choose one ; - 
| MovsoHe | 2805 
[235 v.sone SS*dSCSSid 
[movisone SSSC~wSCSC~C~‘idi 

ad 

Reena 

| i: 


235 V, 50 Hz 
100 V, 60 Hz 
115 V, 60 Hz | 
a Choose one Locking Plug 9890 
(Japan only) Nontlocking Plug 
English (US) 


N Machine Nomenclature 
Choose one English (UK) 
Japanese 


N Keyboard Language 
Choose one English (UK) 


N Character Generator Language 
Choose one English (UK) 


-_ 
Pee 
| De eeatereeel 
i 
[eraian us) 
, Ee 
mE 
eae 
en 
2706 


English (US) 


a Katakana Character Generator 2706 od 
ae Katakana Typewriter Keyboard 2955 A 2706 2973 


Katakana Data Entry Keyboard 
Legend: 


Available for all voltages under 200V. 


Figure 2-16. 3277 Display Station — Additions for Americas/Far East 


Chapter 2. Feature Lists 
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Necessary (N) 7 | | Special Specify 
or - . Feature Feature 
Optional (O) Feature Name Code Code 


| 
Choose one 100 V, 50 Hz 2804 
123.5 V, 50 Hz 


235 V, 50 Hz 
100 V, 60 Hz 
115 V, 60 Hz 


Saat 
. pe 
as 
ae 
fe 
ea 
N Machine Nomenclature 
Choose cone English (UK) 2927 
AC a 
ee eee eee 
ieee cel 
eae 
i 
oe 
Pome! 
Ee eee 
ae 
Cees 
ee: 
[ea ed 


German 
Italian 


Spanish | 


N Character Generator Language 
Choose one Austrian/German 


N Keyboard Language 
Choose one Austrian/German 
0 
[Danish SSCS 8 
[eran tuk) —SSSC~*dCSS~*diC 
! aa 


ss 
i. nian iene 
a 
[—Poreugueses SS 


Spanish. 


Figure 2-17. 3277 Display Station — Additions for Europe/Middle East/Africa 


Prerequisite 
(Must be 
ordered with) 


Mutually 
Exclusive 


(Must not be 
d with’ 


g 
a 
@ 
= 
D 
= 
ct 
> 


Mutually 


Necessary (N) Special Specify Prerequisite Exclusive (Must 
or Feature Feature (Must be not be ordered 
Optional (O) Feature/Model Name Code [J ordered with) with) 


5278 Model es < 
7080 


Audible Alarm 
75-Key EBCDIC Typewriter Keyboard 4621 
75-Key EBCDIC Data Entry Keyboard : 4622 


75-Key EBCDIC Data Entry Keypunch 4623 
Layout Keyboard 


EQ 75-Key ASCII Typewriter Keyboard 4624 Re el 


§A87-Key EBCDIC Typewriter/APL Keyboard 
87-Key EBCDIC Typewriter Keyboard ie 
(12 additional PF keys) 
9 87-Key ASCII Typewriter Keyboard 7 2 ae 
(12 additional PF keys) 
3 RAs7-Key EBCDIC Typewriter/Text ae aaa 
Keyboard (U.S. English only) 
fF]87-Key EBCDIC Typewriter Overlay Ln a 
Keyboard 
fJ87-Key EBCDIC Attribute Select Typewriter 4651 —- ae 
Keyboard 
f87-Key EBCDIC Attribute Select Typewriter/ i en a ae 
APL Keyboard 
9399 | eee 
eee ted 


a: ae EB Keyboard Cable, 1.8 meters (6 ft) Ey 2 dl 9399 Any keyboard 


i —— - ss 


Security Keylock 


Selector Pens 10 6350 
Gile351 


Programmed Symbols (PS-2) 


Rare cea a aul 
Oe Hi Programmed Symbols (PS-4) 

N EB 31 20v, 60 Hz Locking Plug 
EB £31 20V, 60 Hz Nonlocking Plug 
RAE xtended Character Set Adapter 
BA APL/Text 3610 
EB Power Cable, 1.8 meters (6 ft) 


| 5781 
| 8782 | 
ae 
aaa 
| 3610 
aa Pea enegitcetee ll 
EJ Power Cable, 3.7 meters (12 ft) ie 9512 Re 
Power Cable, 4.5 meters (15 ft) iin 9513 fe el 
ee Saree ee Bed 
| 4999 
| 944i 
soe 


4621, 4622, 
4623, 4627, 
2715, 2716, 
2717 


oO) 
OW 
£ 
Oo 


3610 
3610 


i 


9084 


S 
fe) 


Switch Control Unit 

Magnetic Reader Control 

5 | FF) Magnetic Slot Reader — Accessory 

5 | EE} Magnetic Hand Scanner — Accessory 


B Magnetic Accessory Extension Cable 
6 meters (19.7 ft) 


12 meters (39.4 ft) 


aaa 
oe 
aes 
ed pe ered 
a rs meee 
ne ie ee: Pa 
(ieee ieee ee 


9440 or 9441 


Legend: 

GB 120V, 1-phase, 60 Hz (U.S. and Canada only). 

Ya 2.8 meters (9 ft) normally supplied. Optionally specify other lengths. 
91 centimeters (3 ft) normally supplied. Optionally specify other lengths. Models 3, 4, and 5 only. 
ES Not available in E/ME/A countries. Models 1 and 2 only. 


Ej (U.S. and Canada only. 
1.5-meter cable normally supplied. Optionally specify one extension. [2 1.5 meter (4.9-ft) cable normally supplied. Optionally 


ASCII is available in U.S. only. 


El Support of the 3278 special features may require increments of 3274 specify extension cables of 6 meters (19.7 ft) or 12 
control storage. When ordering any of the special features, check the meters (39.4 ft) if desired. 
figures in Appendix A to ensure that adequate Extended Function When attached to the 3274 only. 
Store is available. Configuration Support B or C on the Model 3274 1C, 
The 3278 must be attached either to a 3274 Model 1A, 1C, 1D, 21A, 1D, or 51C is prerequisite for Model 5. 
21C, 21D, 31A, 31C, 31D, or 51C or to a 3276 unit with APL/Text These keyboards permit entry of color and high- 
Control! Feature 1067. lighting attributes and Programmed Symbols selection. 


Figure 2-18. 3278 Display Station — Universal 
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Special Specify Prerequisite 
Feature | Feature | (Must be 
Feature Name Code ordered with): | Mutually Exclusive 
Power — World Trade A/FE except Canada 
100 V, 50 Hz 
110 V, 50 Hz 
200 V, 50 Hz 
220 V, 50 Hz 
230 V, 50 Hz 
240 V, 50 Hz 
100 V, 60 Hz 
110 V, 60 Hz 
F120 Vv, 60 Hz 
127 V, 60 Hz 
Ey Locking plug 
Nonlocking plug 


Necessary (N) 
or 
Optional (O) 


Choose one 


Choose one 
(Japan only) 


[nen rece sneer 
Ais 
cn oes Sian 
Aras 
ears 
Ree tee eel 
pera 
Pa ee ee 
ede catee 
rare 
ees ee geal 
eae 
O Character Set Language 
a 
5 : 

Ps 


Keyboard Languages 
Brazilian 


| «| 2715, 2716, 2717, 2718 


55 2755 4621, 4627, 2716 
973 2773 4621, 4622, 4623, 4627 
les dee ceeded 2715, 2716, 2717, 2718 


Ei Canadian/French 2977 
EBCDIC 
English (UK) 2958 
2956 
International 2950 


Japanese English 

Japanese Katakana 

Spanish-speaking 
76-key Japanese English/Japanese Katakana 
Typewriter Keyboards 
76-key Japanese Katakana — Data Entry 2716 
Keyboard 
88-key Japanese English/Japanese 
Katakana Typewriter Keyboards 
ZB 88-Key Japanese English /Japanese 

Katakana Typewriter/APL Keyboards 


me 


NO NO NO NO 
~ ~~ Ss ~ 
_ Oo — — 
Ke) © 00 ~ 
NEN 


Tn 


88-Key Attribute Select Japanese English/ 

Japanese Katakana Typewriter Keyboards 

88-Key Japanese English/Japanese Katakana 

Typewriter Overlay Keyboards 

[Eq 88-Key Attribute Select Japanese English/ 
Japanese Katakana Typewriter/APL 

Keyboards 


Nee ees 
English (US) Me a cased 


Legend: 

Available for all voltages under 200V. 

All 3278s attached to a 3274 or 3276 must have the same keyboard language that is selected during 3274 customizing or that is specified 
for the 3278. 

For all keyboards except the 87-key EBCDIC Typewriter/Text Keyboard (4629), which is available in English (U.S.) only. 

Unit must be attached to a 3274 Model 1A, 1C, 1D, or 51C, or toa 3276. 

Support of the 3278 special features may require increments of 3274 control storage. When ordering any of the special features, check 
the figures in Appendix A to ensure that adequate Extended Function Store is available. 

Includes requirements for 115V. 

Specify if Japanese Katakana is required. 

Single-phase ac. 

For voltages under 200V. 


BHA Geo 6 


Figure 2-19. 3278 Display Station — Additions for Americas/Far East 


Mutually 


Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) Feature Name Code ordered with) ordered with) 


N Power 2999 ea 


a 


Keyboard Language 


Austrian/German 


2957 2748 or 2757 


[2970 
| 2968 
[2066 
2359] 
Racal 


Belgian 

Danish 

EBCDIC (WT) 
English (UK) 
English (US) 
Finnish 

French (AZERTY) 
French (QWERTY) 


International 


2970 
2950 
2968 
2966 
7359 
2960 


2967 2743 or 2763 


Italian 
Norwegian 
Portuguese 
Spanish 
Swedish 


=) 
3 
< 
Oo 
© 
7 


Legend: 

EM Saudi Arabia only. 

| 2 | All 3278s attached to a 3274 or 3276 must have the same keyboard language that is selected 
during customizing or that is specified for the 3276. 

EI For all keyboards except the 87-key EBCDIC Typewriter/Text Keyboard (4629), which is 
available in English (U.S.) only. 

4 | Single-phase ac. 


Figure 2-20. 3278 Display Station — Additions for Europe/Middle East/Africa 


& 
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Mutually 
Exclusive 

(Must not be 
ordered with) 


N (Necessary) 
O (Optional) 
D (Default) 


Prerequisite 
(Must be ordered 
with) 


- Specify 
Feature 


Special 
Feature 


| Feature Name 


75-Key EBCDIC Typewriter Keyboard 4621 


75-Key EBCDIC Data Entry Keyboard 4622 a 
75-Key EBCDIC Data Entry Keypunch 4623 
Layout Keyboard 


3279 Model 28 
or 3B . 


3279 Model 2B 2999 
or 3B 


3279 Model 3A 
or 3B 


Selector Pen 6351 3279 Model 2A 
- | or 2B | 


Programmed Symbols (PS-2) 5781 3279 Model 2B 
or 3B 
If nothing is specified, the following is supplied: 
120V, 60 Hz, Nonlocking Plug 
If alternative required, specify: 
120V, 60 Hz, Locking Plug 
If nothing is specified, the following is supplied: 
Power Cable 2.8 meters (9 feet) 
If alternative required, specify: 
BA Power Cable 1.8 meters (6 feet) 
or 


Power Cable 4.5 meters (15 feet) 
ce ie ae eeareeen 
499 | CT CisC 
9440 


Magnetic Reader Extension Cable _ 
6 meters (19.7 feet) 9440 or 9441 | 
12 meters (39.4 feet) 9107 


Legend: | 
N A feature code must be specified. One of these keyboards is required if the operator is to select the 
O A feature code may be specified but is not mandatory. extended highlighting, extended color, or symbol set attributes. 
D If no feature code is specified, the country code detérmines Ry For keyboards 2708, 2719, 2721, 4640, 4651, and 4652, the 
which feature is supplied. numeric lock function is enabled as an option when customizing 
GB Each 3279 must be equipped with a keyboard. MENS2/iAs 
EQuss. only. 120 V, 60 Hz (U.S. and Canada only). 
| EW 3279 must be attached either to a 3274 Model 1A, 1C, 51C, 8 | 1.5-meter (4.9 feet) cable supplied. If required, extension cable 
or 1D, or to a 3276 with the APL/Text Control feature (1067). may be specified (see Specify Feature codes 9106 and 9107). 
E¥Not availablein.e/ME/A-countrise 9 | Available only for 3279s that are attached to a 3274. 


Figure 2-21. 3279 Color Display Station — Universal — 
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N (Necessary) 


Special Specify Prerequisite 
Feature Feature (Must be orcdiered 
with) 


O (Optional) 
D (Default) Feature Name 


Power 


If nothing is specified, the following are supplied: 
Australia—200-240V 
Brazil—100-127V 
Canada—100-127V 
Japan—100-127V 
New Zealand—200-240V 


For other countries, or for alternative, specify: 
100-127V 
200-240V 


Power Cable Plug 


If nothing is specified, the following are supplied: 
Canada—Nonlocking plug 
Japan—Locking plug 
Other countries— the most commonly used 
power plug in each country 


For alternatives in Canada and Japan only, 
specify: 

Locking Plug—Canada 

Nonlocking Plug—Japan 
Machine Nomenclature 


If nothing is specified, the following are supplied: 
Argentina—Spanish 
Australia—English (U.S.) 
Brazil—Brazilian 
Canada—English (U.S.) 
Japan—Japanese Katakana 
Mexico—Spanish 
Venezuela—Spanish 
Other countries—English (U.S.) 


The following alternative may be specified for all 
countries: 
English (U.S.) 


Additionally, in Canada only: 
Canadian/French 


Keyboard Languages 
If nothing is specified, the following are supplied: 
Argentina—Spanish 
Australia—English (U.S.) 
Brazil—Brazilian 
Canada—English (U.S.) 
Japan—Japanese Katakana 
Mexico—Spanish 
Venezuela—Spanish 
Other countries—English (U.S.) 
If alternate keyboard language is required, specify: 
Brazilian i! 2975 : 
’ Canadian/French Rul 


EBCDIC (World Trade) fe 


| 4 
Figure 2-22. 3279 Color Display Station — Additions for Americas/Far East (Part 1 of 2) 


Chapter 2. 


Mutually 
Exclusive 

(Must not be 
ordered with) 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


Feature Lists 2-23 


N (Necessary) 


O (Optional) | 
D (Default) | Feature Name | 
(K°eyboard Languages—continued) 
English (U.K.) 
English (U.S.) 


. International 


.Japanese English 
| 


Japanese Katakana 


Spaanish—speaking © 


Keyboards 


Typewvriter Keyboards 


76-Ke'y Japanese Katakana Data Entry 
Keyboard 


88-Keyr Japanese English/Japanese Katakana 
Typew riter Keyboards 


Typiewriter/APL Keyboards 


88-Key Attribute Select Japanese English/ 
Japanesie Katakana Typewriter Keyboards 


88-Key .Japanese English/Japanese Katakana 
Typewri'ter Overlay Keyboards 


Japaniese Katakana Typewriter/APL 
Key buoards 


Legend: 
N A feature code must be specifieci. 


O A feature code may be specified , but is not mandatory. 


76-Ke y Japanese English/Japanese Katakana | 


88-lXey Japanese English/Japanese Katakana 


88-Kiey Attribute Select Japanese English/ 


Prerequisite 
(Must be ordered 
with) 


Specify 
Feature 
Code 


Special 
Feature 
Code 


4622, 4626, 2708, 
2715, 2717, 2718, 
2719, or 2721 


2708, 2715, 2716, 
2717, 2718, 2719, 
or 2721 


2715 


2717 
2718 


2708 3279 Model 2B 
or 3B. 2955 or 
2973 or default 

Japanese 

| Katakana 


3279 Model 2B 


or 3B. 2955 or 
2973 or default 
Japanese 
Katakana 


D If no feature code is specified, thie country code determines which feature is supplied. 
ey Available only for 100-124V in Canada and Japan. For all other countries in World Trade A/FE, the power cable plug supplied is the most 


commonly used plug in the country. 


Mutually 
Exclusive 

(Must not be - 
ordered with) 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


2708, 2715, 2716, 


2717, 2718, 2719, 
and 2721 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


4621, 4623, 4624, 
4627, 4629, 4640, 
4651, 4652, and 
2716 

4621, 4623, 4624, 
4627, 4629, 4640, 
4651, and 4652 


4629, 

2708, 2715, 2716, 
2717, 2718, 2719, 
and 2721 


| 2 INT 3279s attached to a 3274 or (3276 must have the same keyboard language as that selected when customizing the 3274 or specified for 


the 3276. 


3 The 87-Key EBCDIC Typewriter,'Text Keyboard (4629) is only available with English (U.S.) as the keyboard language. 
The 3279 must be attached either’ to a 3274 Model 1A, 1C, 1D, or 51C or to a 3276. | 
FEB single-phase ac; each supply is suitable for the range of voltages defined and for both 50-Hz and 60-Hz supplies. 


Figure 2-22. 3279 Color Display Staition — Additions for Americas/Far East (Part 2 of 2) 
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Mutually 
Special Specify Prerequisite Exclusive 


N (Necessary) 
O (Optional) 
D (Default) Feature Name 


Power-World Trade E/ME/A 
The following power is supplied: 
Saudi Arabia—120V 
Other countries—200-240V 


Feature Feature (Must be ordered (Must not be 
ordered with) 


Power Plug 
The most commonly used power plug in each 
country is supplied for that country. 


D Keyboard Language 
If nothing is specified, the following are supplied: . 

Austria—German 4629 
Belgium—Belgian 
Denmark—Danish 4629 
Finland—F innish 4629 
France—French (AZERTY) 4629 
Germany—German 4629 
Italy—Italian 4629 
Netherlands—English (U.S) | 
Norway—Norwegian 4629 
Portugal—Portuguese 4629 
South Africa—English (U.K.) 
Spain—Spanish 4629 
Sweden—Swedish 4629 
Switzerland—English (U.S.) 
United Kingdom—English (U.K.) 4629 


Other countries—English (U.S.) 
if alternative required, specify: 


Austrian/German 2957 4629 
Belgian 2971 4629 
Danish 2965 4629 
EBCDIC (World Trade) : 2951 4629 
English (U.K.) 2958 4629 
English (U.S.) 2956 

Finnish 2963 ~ 4629 
French (AZERTY) 2964 4629 
French (QWERTY) 2970 4629 
International | 2950 4629 
Italian 2968 4629 
Norwegian 2966 4629 
Portuguese 2959 4629 
Spanish 2960 4629 
Swedish 2967 4629 


Machine Nomenclature 


The following nomenclature is supplied: 
Austria—German 
Belgium—Dutch/F rench 
Denmark—Danish 
Finland—Finnish 
France—French 
Germany —German 
Italy—Italian 
Netherlands— Dutch 
Norway —Norwegian 
Portugal—Portuguese 
South Africa—English (U.K.) 
Spain—Spanish 
Sweden—Swedish 
Switzerland—English (U.K.) 
United Kingdom—English (U.K.) 
Other countries—English (U.K.) 


Figure 2-23. 3279 Color Display Station — Additions for Europe/Middle East/Africa (Part 1 of 2) 
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N (Necessary) | | | Special Specify Prerequisite 
O (Optional) Feature Feature (Must be ordered 
D (Default) Feature Name Code Code with) 


(Machine Nomenclature—continued) 


For Switzerland only, the following alternatives 
may be specified: 
French 
German 
~ Italian 


Legend: . 
N A feature code must be specified. 
OA feature code may be specified, but is not mandatory. 
D If no feature code is specified, the country code determines which feature is supplied. 
Single-phase ac; each supply is suitable for the range of voltages defined and for both 50-Hz and 60-Hz supplies. 
All 3279s attached to a 3274 or 3276 must have the same keyboard language as the 3274 or 3276. 


Figure 2-23. 3279 Color Display Station — Additions for Europe/Middle East/Africa (Part 2 of 2) 
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Mutually 
Exclusive 
(Must not be 
ordered with) 


Specify 
Feature 


Neccessary (N) 
or 
- Optional (O) 


Special 
Feature 


ih N 115 Vac Locking Plug 
Choose One 115 Vac Nonlocking Plug 


N Pinfeed Platen 
Choose one 126 Print Positions 


120 Print Positions 
132 Print Positions 


N Character Set 
Choose one EBCDIC (required for use with 9089 
3275 Model 3) 


ai ZZ Data Analysis -- APL 


Legend: 
Lay U.S. and Canada only. | 
If the 3284 is used with the 3271, the corresponding transmission code must be specified for the 3271. 
Accessory item — purchase only. 
ZB Not available when attached to a 3271/3272 Model 1 or 11 or to a 3274. 
FG ASCII is available in U.S. only. 


Figure 2-24. 3284 Printer — Universal 


Necessary (N) 
or 
Optional (O) Feature Name 


N Power 
Choose one 60 Hz — 100 V (Japan only) 
50 Hz — 100 V (Japan only) 
50 Hz — 110 V 


tm Choose one Locking Plug 
(Japan only) Nonlocking Plug 


N Machine Nomenclature 
Choose one English (UK) 
English (US) 
["_Jepanese 


N Character Generator Language 


Choose one English (UK) 


Specify 
Feature 
Code 


Special 
Feature 
Code 


Mutually 
Exclusive 


English (US) 


Katakana Character Generator 


Legend: 
EB Available for all voltages under 200 V. 


Figure 2-25. 3284 Printer — Additions for Americas/Far East 
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Mutually 
Exclusive 

(Must not be 
ordered with) 


Prerequisite 
(Must be 
ordered with) 


Specify 
Feature 


Special 
Feature 


Necessary (N) 
or 
Optional (QO) Feature Name 


N Power 
Choose one 100 V, 50 Hz 
235 V, 50 Hz 
100 V, 60 Hz 


220 V, 50 Hz 
115 V, 60 Hz 


N Machine Nomenclature 
Choose cne English (UK) 2927 
English (US) PY 2780 
[German SSSSCS~SSSSS 


N Character Generator Language 
Choose one Austrian/German 
Belgian/French (dual case) 


English (UK) | 


Figure 2-26. 3284 Printer — Additions for Europe/Middle East/Africa 
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|Mutually 
Exclusive 
(Must not bie 
| ordered witty) 


Special Specify Prerequisite 
Feature Feature (Must be 
Code ordered with} 


Necessary (N) 


or 
Optional (O) 


Dy 115 V Locking Plug aa 
Choose One 115 V Nonlocking Plug ae 
N Pinfeed Platen 
Choose one 120 Print Positions 9167 
126 Print Positions | | 9162 
132 Print Positions a 9168 
On EG 


Feature Name 


Character Set 


EBCDIC (required for use with 
3275 Model 3) 


Ey BB asc (A) 


Choose one 


4 | Data Analysis — APL 


Ei Forms Stand 4450 as 


1 U.S. and Canada only. 
| 2 | If the 3284 is used with the 3271, the corresponding transmission code must be specified for the 3271. 


Bi 

> 

” 

c 

@ 
= 
°?) 
D 


Legend: 


Ej Accessory item — purchase only. 
4 Not available when attached to a 3271/3272 Model 1 or 11 or to a 3274. 
GB ASCII is available in U.S. only. 


Figure 2-27. 3286 Printer — Universal 


: ) , 7 = 
Necessary (N) Special Specify Prerequisite utuehy. a 
Exclusive 
or Feature Feature (Must be Tenn 
Optional (O) | Feature Name Code Code dideved with) ust notbe 
ordered with) 


N Power -_— 
Choose one 100 V, 50 Hz (Japan only) 2804 

po ovsoHe 

————— 

235 V, 50 Hz | sd 214 
as, 
hee 
as 


at 

[200 

EA CFoo% onc 

i Se NE Saw! 2 mee 

a 
Choose one English (UK) 

ae 

| 2705 

2712 | 

ei 


Character Generator Language 
Choose one English (UK) 


English (US) 


Katakana Character Generator 


Legend: 
EB Available for all voltages under 200 V. 


Figure 2-28. 3286 Printer — Additions for Americas/Far East 
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Necessary (N) 


or 


Optional (O) 


N 
Choose one 


N 
Choose cne 


N 
Choose one 


Featuure Name 


soon 


Power 


10/0 V, 50 Hz 
110 V, 50 Hz 
12’3.5 V, 50 Hz 
220 V, 50 Hz 
2:35 V, 50 Hz 
1.00 V, 60 Hz 
115 V, 60 Hz 


Macthine Nomenclature 


FEnglish (UK) 
EEnglish (US) 
French _ 
(German 
‘Italian 


Spanish 


Character Generator Language 


Austrian/German 


Belgian/French (dual case) 
Belgian/French (mono case) 


~ Danish/Norwegian 


English (UK) 
English (US) 


- Finnish/Swedish 


Italian (dual case) 
italian (mono case) 


Portuguese 


Spanish 


Special 
Feature 
Code 


Figure 2-29. 3286 Printer — Additions for Europe/Middle East/Africa 
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Specify 
- Feature 


| Prerequ isite 
(Must be 
ordered with) 


Mutually 
Exclusive © 
(Must not be 


° 
= 
a. 
s 
@ 
Q. 
=. 


a 


— 


oe 


Mutually 
Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be ordered | (Must not be 
Optional (O) Feature Name i ordered with) 
N 


3271/3272 Attachment 8330 — 


N Character Print Operation a 
Choose one 480 . 
Oe ee ee ed 
or 
| Gass) 


EK} Data Analysis — APL 


Forms Stand Accessory 4450 


Friction Feed Paper Handling 4110 
(Required if 8700 is not ordered.) 


[ence SENN OSIRIS 
Lege [120V tockingPiog ns Same: 
ed a arene 
9512 
9513 
ee 
rane 
eed 


Power Cord 1.8 meters (6 ft) 

Choose one Power Cord 3.7 meters (12 ft) 

Power Cord 4.5 meters (15 ft) 

| 0 | Variable-width Forms Tractor | 8700S] 

ro. Variable-Width Forms 9185 
Tractor — Paper Handling 

9 erin Error indication a 

pC Blwer—“CsCsSCSCSCisS 930 | sz 


Legend: 


EB the character set specified must be the same as the transmission code/character set used on the control unit to which the 3287 is 
attached. 


U.S. and Canada only. 

3271 Models 2 and 12 only and 3272 Model 2 only. 

g ASCII is available only in U.S. 

8 2.8 meters (9 ft) normally supplied. Optionally specify other lengths. 
4} For use with a 3271 Model 1 or 11, or a3272 Model 1 

For use with a 3271 Model 2 or 12, or a 3272 Model 2. 


Figure 2-30. 3287 Printer (3271/3272 Attachment) — Universal 
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Mutually 

Necessary (N) | Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) | Feature Name | ordered with) | ordered with) 


oN 
Choose one 100 V, 50 Hz 


110 V, 50 Hz 


200 V, 50 Hz 


220 V, 50 Hz 


230 V, 50 Hz 


127 V, 60 Hz 
N Locking Plug 
Choose one 


Nonlocking Plug 
N Machine Nomenclature 
Choose one Brazilian 
Canadian/French 


Spanish speaking 


1 N Character Generator Language 
Choose one English (UK) 
English (US) 


English (US) 
English (UK) 


Spanish-speaking 


Legend: 

The same language must be specified for contol units, displays, and printers in the cluster. 
Yan Japan only must specify if under 200V. | 

3 | Canada must specify. e 


Figure 2-31. 3287 Printer (3271/3272 Attachment) — Additions for Americas/Far East 
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Mutually 

Necessary (N) Special Specify Prerequisite Exclusive 
or Feature | Feature (Must be (Must not be 
Optional (O) Feature Name Code ordered with) ordered with) 


No [Power 
Choose one 220 V, 50 Hz 
240 V, 50 Hz 
120 V, 60 Hz | 


N Machine Nomenclature 
Choose one English (UK) 


[—Seenish 


BE N Character Generator Language 
Choose one Austrian/German (Alternate) 


Spanish (Alternate) 


Legend: 
The same language must be specified for control units, displays, and printers in the cluster. 
Saudi Arabia only. 


Figure 2-32. 3287 Printer (3271/3272 Attachment) — Additions for Europe/Middle East/Africa 
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Necessary (N) 


or 


Mutually 
Exclusive 
(Must not be 


Special 


Specify 
Feature 


Prerequisite 


Feature (Must be ordered 


Optional (O) Feature Name Code Code with) ordered with) 
N EN 3271/3272 Attachment ee 3610, 8331, 
a 9660 
7B 8274/8276 Avachments ———S~=dt=CiCYSSSSC~*dSC*‘“‘(CSCSCW+*CYCTOW S830 
N ee ee 
Choose one FSR > CEE? Feet (NERO (1) 
(Specifies | 8274Models1A,21A,and31A || 4 | 
Control | 3274 Models 1Band2iB_ | hf 
Unit) | 3274 Models 1C,21C, and3ic_ | | TP 
| 3274 Models1D,21D,and31D_— | | tet | 
| 8274Model BIC || | 
[3276 Models 1-4 CT | 
| | 8276 Models 11-14 | tS 
N|_____LockingPlugSSSC=~—~S~STSCSC“‘“‘*rCNSC*dSSSCSCSCS~S~S 
ee cece eememenmrees Ganecmees Of” et eee 
4 | RA Power Cord, 1.8meters(6ft) | | TTT 
le 
| Power Cord, 4.5meters (15 ft) | | 95738 | 
iN | CharacterSet—EBcoic | | 9082 
ee ee en a a eT 
| fF} Extended Character Set Adapter 3610 ee (ee 1066, 9084 
| 8330 


Friction Feed Paper Handling 
SCS (SNA Character String) 
SCS Support for SFAP 


3610, 8331, 1066, 9084 
9082 8330 


8331, 9082 8330, 9084 
8330, 9084 


4110 


660 


3610, 9660 


Also 5781 for 
Models 1 and 2 


1} i<e] |} © 
O01} O01) 01 oO 
NO, NTN ia) 
&lW]Nh © 


00 
“J 
) 
Oo 


"[___X Print Error tndication a 
7 330 
Choose one 
8330 
8330 
[0 —S*dSSC—Variable-Width Forms Tractor er cy ae 
Variable-Width Forms 8700 
J OT Extended Print Buffer = | 880] CTC 8331S sd 830 
POT CB FormsStand — —“‘“‘zL MSO OTUUL™CLCUT t—“‘ ‘iTS 
[0 | FB Programmed Symbo (P52) «| _sva1_'| ——~;~a610, 3880 ‘| Svea 
0 Programmed Symbois 5-4 sez [Siderits 
[08 Programmed Symbols (PS-4A) [5783 [| 3610, 3880 | 6781, 5782 _ 
N [Base Color Black —SSC~=“~*~sSC“‘(CSNCSC#*‘CONOSSCO#*NSSCOC™*C*‘CS‘C#N#S#C#C#N; CNN: 
joo 


Legend: 
To be attached to the 3274 Type B Terminal Adapter. 


To be attached to the 3276 or 3274 Type A Terminal Adapter 
or base ports. 


120V, 1-phase, 3-wire, 60 Hz (US/Canada). 


2.8 meters (9 ft) normally supplied. Optionally specify other 
lengths. 


Can be used interchangeably with 8700. 
Accessory item — purchase only. 

Not available in E/ME/A countries. 
ASCII is available only in U.S. 


Unit must be attached either to a 3274 Model 1A, 1C, 1D, 21A, 
21C, 21D, 31A, 31C, 31D, or 51C or to a 3276 unit with APL/ 


pongo SO Of 


Figure 2-33. 3287 Printer (3274/3276 Attachment) — Universal 


No 


-34 


=f — 
WEN 


Text Control Feature 1067. Corequisites: APL/Text (1120) or 


The character set must be the same as the transmission code/ 
character set used on the control unit to which the 3287 is 
attached. 


Unit cannot be attached to 3274 Model 1B, 1D, 21B, 21D, or 31D. 
Models 1, 1C, 2, and 2C. : 

Models 1C and 2C only. 

Models 1 and 2 only. 

Unit cannot be attached to a 3274 Model 1B or 21B. 


Mutually 
Exclusive 
(Must not be 
ordered with) . 


Specify 
Feature 
Code 


Necessary (N) 
or 
Optional (O) 


Special 
Feature 


Prerequisite 
(Must be 
ordered with) 


“Choose one 
[—200v.s0H2 SSCS 
[240 V, 60H 


240 V, 50 Hz 


100 V, 60 Hz 


110 V, 60 Hz 
120 V,60 Hz 
127 V, 60 Hz 


2 
N 120 V, 60 Hz Locking Plug 
Choose one 120 V, 60 Hz Nonlocking Plug 


Les 
eae 
aa 
anes 
ree 
res 
ie 
eal 
esl 
ae 
ae 
es 
eee 
N Machine Nomenclature 
Choose one Brazilian Ye | 
[Ganadian’French—SS*dCSSCSC~*diC 
samc 
ae 
-_ 
ee 
Eee at 
ia 
tare 
ee 
feed 
ee 
be ceeal 


English (US) 


English (UK) 
French 
N 


Character Set Language 
Choose one Brazilian 


2331 


8330 or 8331 
8330 or 8331 


8330 or 8331 
8330 or 8331 


Legend: 
Japan only must specify if under 200 V. 


Canada must specify. 


Figure 2-34. 3287 Printer (3274/3276 Attachment) — Additions for Americas/Far East 
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Mutually 


Necessary (N) Special Specify Prerequisite Exclusive | 
or | Feature | Feature | (Mustbe =| (Must not be 
Optional (O) Feature Name Code Code ordered with) | ordered with) 


2999 


2801 
2800 


240 V, 50 Hz 


N ===——— 
Choose one 220 V, 50 Hz 
120 V, 60 Hz 


Poca 

aaa 

i: 

{ 

N Machine Nomenclature 2 ee 
Choose one aul (UK) 

a 

fee eee 

aunaner 

i: "eee 2932 (aaa 

aan © 


| N Character Set Language 
Choose one Austrian/German 
| Austrian/German (Alternate) _ 
“Belgian 
Danish/Norwegian 
zanshiieneds (Alternate) 
English (UK) 
English (US) 
Finnish/Swedish 
Finnish/Swedish (Alternate) 
French 
| International 

Italian 
x_n 


Legend: 
a Saudi Arabia only. 


2757 8331 


748 8330 or 8331 
771 8330 or 8331. 
742 8330 or 8331 


8330 or 8331. 
en 8330 


[asst 
2760 ss 


INT NTNIN ENT NO ENT NOENRMTE MTN ERN NINIRER TR TN 
SP NINENIN NINN J © 1 © © 
HPO A iw RID] oi] o oO NTN nN -_ 
O} ©} OO |W] WwW] OD] NO © {O: ~ wo 


Figure 2-35. 3287 Printer (3274/3276 Attachment) — Additions for Europe/Middle East/Africa 
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~ 


- Mutually 

Necessary (N) Special Specify Prerequisite. Exclusive 
or a | . Feature Feature (Must be (Must not be 
Optional (O) Feature Name ordered with) rdered with) 


N _ 115 V Locking Plug 
Choose one 145 V Nonlocking Plug 
Character Set 
Choose one EBCDIC 
a ER ASCII (A) © 
Kal Ell ASCII(B) 
Ey EBCDIC ‘TN/T11' 
* X-Print Error Indication 


Vertical Forms Control 
imme Fext Print Feature 


US and Canada only. 
If used with the 3271, the corresponding transmission code must be specified. 
Not available with 3272. Available with 3274 Models 1C, 21C, 31C, and 51C. 


Available only with 3271/3272 Model 2 or 3271 Model 12. 


a 
2 | 
EI 
ga Accessory item — purchase only. 
5 | 
6 | 


ASCII is available in U.S. only. 


Figure 2-36. 3288 Line Printer — Universal 


Mutually 
Exclusive 
(Must not be 
ordered with) 


Necessary (N) | Special Specify Prerequisite 
or a _ Feature Feature (Must be 
Optional (O) Feature Name 7 7 Code Code ordered with) 


N Power 
Choose one 100 V, 50 Hz 
110 V, 50 Hz 
220 V, 50 Hz 
235 V, 50 Hz 
100 V, 60 Hz 
115 V, 60 Hz 


ER Choose one Locking Plug 
(Japan only) Nonlocking Plug 


N Machine Nomenclature 
English (US) 
Japanese 
Spanish 


N Character Generator Language 
Choose one English (UK) 2703 
2706 2707 on 3271/ 1066 
3272 or 3275 


NI TN 
~J }00 
WI}|- 
. 


English (US) 


Portuguese 


Spanish 


ae Katakana Character Generator 


Legend: 
Gy Available for all voltages under 200 V. 


Figure 2-37. 3288 Line Printer — Additions for Americas/Far East 
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| Mutually 
Necessary (N) | Special Specify Prerequisite Exclusive 


| or | _ Feature Feature (Must be _ | (Must not be 
Optional (O) Feature Name — | Code Code ordered with). ordered with) 


| N Power - - 
Choose one 100 V. 50 Hz 


N Machine Nomenclature 
Choose one English (UK) 


English (US) 


Italian 
N Character Generator Language 


Italian (mono case) 
Portuguese 


Spanish 


Figure 2-38. 3288 Line Printer — Additions for Europe/Middle East/Africa 
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Mutually 
Exclusive (Must 
not be ordered 
with): 


Necessary (N) 
or 
Optional (O) 


Prerequisite 
(Must be 
ordered with): 


Specify 
Feature 


Special 


Feature 
Feature Name 


: —Sa74 oaeIe TA, BTR, ane TACO ee 
=a asst | ane 
Control 261 | enema 
a eesnnies 

9552 | aaa 
<a ans 
oe 
en 


EA Power Cord, 1.8 meters (6 ft) 
EJ Power Cord, 3.7 meters (12 ft) 
Power Cord, 4.5 meters (15 ft) 
48-Character Set Print Belt — EBCDIC 
64-Character Set Print Belt — EBCDIC 
94-Character Set Print Belt — EBCDIC 
48-Character Set Print Belt — ASCII (B) 
FE 64-Character Set Print Belt — ASCII (B) 
94-Character Set Print Belt — ASCII (B) 
EE} EY 125-Character Text Print — EBCDIC 
Print Error Indication 
960-Character Print 
1920-Character Print 
-2560-Character Print 


3440-Character Print ~* 


1 
2 


6 Choose one 


N 

E10 
Choose one 
N 


: 
o 
© 
— 


7 
Choose one 


()} 3564-Character Print 
a: ES a 


Ego 48-Character Set Print Belt -EBCDIC 
G (Additional) 


6 | EBCDIC and ASCII (B) print belts are not interchangeable. 


Figure 2-39. 3289 Line Printer — Universal 


te escheat al 
fe oe ee ee 
aa ae 
64-Character Set Print Belt -EBCDIC 
94-Character Set Print Belt — EBCDIC ae. 
(Additional) 
EE} Bi) 125-Character Text Print Belt — EBCDIC Taker OS 
(Additional) 
EI 48-Character Set Print Belt — ASCII (B) oe 
(Additional) 
E32 «6 4-Character Set Print Belt — ASCII (B) 7 7. ae 
(Additional) 
EA 94-Character Set Print Belt — ASCII (B) 5813 
fo (RE tori wiscerainom | two | 
Legend: 
ER 120V, 1-phase, 3-wire, 60 Hz (U.S. and Canada). The 3289 must be attached either to a 3274 Model 1A, 1C, 1D, 
EA 2.8 meters (9 ft) normally supplied. Optionally specify 21A, 21C, 21D, 31A, 31C, 31D, or 51C, or to a 3276 unit with 
, other lengths. APL/Text Control Feature 1067. 
Available at time of manufacturing only. EE Not available in E/ME/A countries. 
g Accessory item — purchase only. 9 | Interchangeable only with U.S. English print belts. 
ASCII is available in U.S. only. 10) Unit cannot be attached to a 3274 Model 1B or 21B. 
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Necessary (N) 
or 
Optional (O) Feature Name 


Choose one _ 100 V, 50 Hz . 


230 V, 50 Hz 
240V,50Hz 
110 V, 60 Hz 
120 V, 60 ''z 
127 V, 60 Hz 


GN 
Choose one Locking plug 


(Japan only) Nonlocking plug : 
O 120 V, 60 Hz Locking Plug 

Choose one (Canada only) _ 

(Canada only) | 120 V, 60 Hz Nonlocking Plug 


(Canada only) 


N Machine Nomenclature 
Choose one Brazilian/Portuguese 


Canadian/French 
English 


Spanish-speaking 
N Print Belt Character Set 
Choose one Group A 
each from 48-Character Set 


Groups A 64-Character Set . 
and B 94-Character Set 


116-Character Set (Canadian/French 
only) 


125-Character Set (Text Print) 


127-Character Set (Japanese Katakana 
| only) 


EBCDIC 


English (US) 


4 Text Print EBCDIC 
Japanese (English) 
Japanese (Katakana) 


Spanish-speaking 


Legend: 
1] Group B belts are not interchangeable. 


The 127-character Japanese (Katakana) belt is interchangeable only 
with the 48- and 64-character Japanese (English) belts. 


116-character Canadian/French is interchangeable with 48-, 64-, and 
94-character Canadian/French belts. 


g The 125-character Text Print belt is interchangeable only with the 
48-, 64-, and 94-character U.S. English belts. 


Available for all voltages under 200V. 


Figure 2-40. 3289 Line Printer — Additions for Americas/Far East 


Prerequisite 
(Must be 
ordered with) 


Mutually © 
Exclusive 
(Must not be 
ordered with) 


Necessary (N) Special Specify Prerequisite Mutually 


Feature | Feature | (Mustbe | (ast not bo 
Optional (O) Feature Name Code re sidered withi Li inka ates 


‘ 
~ Ehoose one 220 V, 50 Hz 
240 V, 50 Hz 


120 V, 60 Hz 


2999 
2813 
2801 

2800 


NO 
~“ 
ot 
© 


NO 
| 
oO 
<e) 


N Machine Nomenclature 
Choose one English (US) 2924 
French 2928 


292S 
2932 
2931 


German 
Italian 
Spanish 


N Print Belt Character Set 
Choose one Group A 
each from 48-Character Set 2767 
Groups A 


64-Character Set 
94-Character Set 
Group B 


2768 
2769 


2957 
2948 
2971 
2962 
2942 
2958 
2956 
2963 
2943 
2970 


Austrian/German 
Austrian/German (Alternate) 
Belgian 

Danish/Norwegian 
Danish/Norwegian (Alternate) 
English (UK) 

English (US) 

Finnish/Swedish 
Finnish/Swedish (Alternate) 
French 


International 
Italian 2968 
Portuguese 
Spanish 


Spanish (Alternate) 2940 


Legend: 

GB Order SC 2759 for Germany only. 
Saudi Arabia only. 

Group B belts are not interchangeable. 


Figure 2-41. 3289 Line Printer — Additions for Europe/Middle East/Africa 
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Necessary (N) | | | Special Specify | Prerequisite 
or Feature | Feature | (Mustbe | Mutually Exclusive (Must 
Optional (O) Feature Name Code | ordered with): not be ordered with): 

| Voltage Cabling 9080 or | 
Bn 9081 

(Choose one) 


Printer Band Character Set: 
48-character set EBCDIC 
64-character set EBCDIC 
63-character set EBCDIC 
(optimized) 
96-character set EBCDIC 
128-character set Text 


Character Set Height: 
@ 2.0mm (0.079 in) 


‘Accent Panel Color: — 
(Choose one) Willow green 
Garnet rose 
Sunrise yellow 
Classic blue 
Charcoal brown 
Pebble gray 


Legend: 

EB 120 Vac, 1-phase, 3-wire, 60 Hz 

9080 for below floor; 9081 for on floor. 

if standard 4.3-meter (14-ft) power cord is not desired, specify 9511 for 1.8-meter (6-ft) cord. 

4 | Specify one feature number for character set size and one feature number for character set height. 
5 Background color is pearl white. One accent panel color must be specified. 


Figure 2-42. 3262 Line Printer Models 3 and 13 — Universal 
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Appendix A. 3274 Control Storage Requirements 


The following paragraphs describe how to determine the control storage requirements 
for the selected model of the 3274 Control Unit. 


Models 1A, 1C, 1D, and 51C 


After having selected the configuration support and the desired special features for your 
3274, you will have to determine the control storage required. Because some 
combinations of functions and features exceed the basic storage capacity of the control 
unit you have chosen, you may have to order Extended Function Store features to 
provide adequate control storage. Still other combinations may exceed the maximum 
control storage possible with all Extended Function Store features. Such combinations 
are invalid configurations. In these situations, you must forfeit feature(s) in order to 
reduce the control storage requirements to an amount not exceeding the maximum 
control storage possible. 


Do the following procedural steps to determine which, if any, Extended Function Store 
features must be ordered on the model you have selected: 


1. Select the Configuration Support option that contains the functions you want. 
2. Refer to the appropriate figure of control storage requirements, and select the 

features and functions you want. 

a. Use Figure A-1 for a 3274 Model 1A. 

b. Use Figure A-2 for a 3274 Model 1C using SNA protocol. 

c. Use Figure A-3 for a 3274 Model 1C using BSC protocol. 

d. Use Figure A-4 for a 3274 Model 1D. 

e. Use Figure A-5 for a 3274 Model 51C using SNA protocol. 

f. Use Figure A-6 for a 3274 Model 51C using BSC protocol. 


3. Determine the total Type C and total Type D storage required for the features and 
functions you selected in step 2. 


4. Add the Type C and Type D totals to determine the total control storage required. 
If this total is less than 65,536, no Extended Function Store features are required 
and you can stop here. If the total is greater than 65,536, continue with step 5. 


5S. For Model 1A, 1C, or 1D, refer to Figure A-7. If you chose Configuration Support 
A or B, begin at Line 1 and work down. If you chose Configuration Support C, 
begin at Line 4 and work down. Stop at the first line that satisfies the control 
storage requirements you determined in steps 3 and 4. This line tells you the 
Extended Function Store features that your 3274 Model 1A, 1C, or 1D requires. 


For Model 51C, refer to Figure A-8. Begin at the top and work down. Stop at the 

first line that satisfies the control storage requirements you determined in steps 3 and 4. 
This line tells you the Extended Function Store features that your 3274 Model 51C 
requires. 


Appendix A. 3274 Control Storage Requirements A-1 


Models 21A, 21C, 21D, 31A, 31C, and 31D 


Some combinations of functions and features will exceed the basic control-storage 
capacity of the Model 21 control unit you have chosen. After having selected the 
Configuration Support option and the desired special features, you will have to. 
determine the control storage required. If the sum of the control storage requirements 
exceeds 65,536, a Model 21 control unit cannot be used and a Model 31 control unit 
is required. 


Do the following procedural steps to determine the control storage requirements for 
the functions and features you have selected: 


1. Determine which Configuration Support option contains the functions you want. 


2. Refer to the appropriate figure of control storage requirements, and select the 
features and functions you want. 


a. Use Figure A-9 for a 3274 Model 21A. 

b. Use Figure A-10 for a 3274 Model 21C using SNA protocol. 
c. Use Figure A-11 for a 3274 Model 21C using BSC protocol. 
d. Use Figure A-12 for a 3274 Model 21D. 


3. Determine the total storage requirements for the features and functions you selected 
in step 2. 


4. Ifthe total storage requirement calculated in step 3 is equal to or less than 65,536, 
the Model 21 can be used. If the storage requirement exceeds 65,536, however, 
the Model 21 Control Unit cannot be used and a Model 31 Control Unit is required. 


A-2 


Model 1A Base (including Copy) (Choose one) 

@ Configuration Support A (#9110) 41,200 
e Configuration Support B (#9111) 45,072 
@ Configuration Support C (#9112) 50,030 


Category A terminals (Choose one) 

@ 1 to 8 terminals (included in base) 
@ 1 to 16 terminals 

@ 1 to 24 terminals 

@ 1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)* 


@ Typewriter (3278/3279-#4621, 4624, 4627, 0 786! 
4628, 4640, 4651) 

@ Data Entry (3278/3279-#4622) 0 786° 

e Data Entry Keypunch Layout (3278/3279- 0 786! 
#4623) 

e Text (3278/3279-#4629) 0 1,560 

@e APL (3278/3279-#4626, 4652) 0 1,560 

Canadian French Keyboards (any) 500 150 

e Typewriter (3278/3279-#4621, 4624, 4627, 0 1,042! 
4628, 4640, 4651) 

@ Data Entry (3278/3279-#4622) 0 1,042! 

e Data Entry Keypunch Layout (3278/3279- 0 1,042! 
#4623) | 

e APL (3278/3279-#4626, 4652) 0 1,816 

Japanese Katakana Keyboards 

e Typewriter (3278/3279-#2715, 2717, 2719, 0 1,304 
2708) 


e Data Entry (3278/3279-#2716) 
e APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?"> 
@ 1 to 4 terminals 

e 1 to 8 terminals 

e 1 to 12 terminals 

e 1 to 16 terminals 


APL/Text Control Function (Choose one) 
@ Configuration Support A or B 
e Configuration Support C 


SCS Printer Support (3287-#9660, 9661) 
(3262 & 3289-basic function) 


Magnetic Reader Control (3278/3279-#4999) 
(Choose one) 


@ 3275/3277-Compatible 10-Character Set 60 
e@ Numeric and Alphanumeric Character Sets 316 


Color Convergence (Base or Extended Color) | 4,296 | 


The following are available with Configuration Support C only 

Structured Field and Attribute Processing (SFAP) | 4950 | 950 | 
[Programmed Symbols(PS) «dt 2.700 | 180 
—- 


Extended Attribute Terminals (add 256 for each #x256 
terminal) (3278/3287-#3610/3279 Model 2B or 3B) 


Figure A-1. 3274 Model 1A Control Storage Requirements 


: Configuration Support A consideration only: If 
all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required 
on display stations attached to the 3274, add 
1000 to the Type D storage requirements in 
addition to that listed. 


21 the total type D requirement for Category A and 
Category B terminals exceeds 10,744, use 10,744. 


3No customizing option or additional control 
storage is required to support the 3275/3277- 
compatible character set for the Operator Identi- 
fication Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 
3274. 


4 Add the indicated amount for each keyboard 
type to be used. 


>The structured field and attribute processing 
(SFAP) function is also required when the SCS 
support for SFAP feature (9661) is to be used on 
the 3287 Printer Models 1, 1C, 2, and 2C. 


Appendix A. 3274 Control Storage Requirements 
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AA 


3274 Model 1C/SNA 


Model 1C/SNA (including Copy) (Choose one) 
EBCDIC 

e Configuration Support A (#91 10) 

e Configuration Support B (#9111) 

e Configuration Support C (#9112) = 


ASCII 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


41,030 
46,102 
50,580 


41,446 
46,518 
51,700 


Category A terminals (Choose one) 
@ 1 to8 terminals (included in base) 
1 to 16 terminals 
1 to 24 terminals 
1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) - 

e Text (3278/3279-#4629) 

e APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any} 

@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) | 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards pa 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?” 
@ 1 to 4 terminals 
e 1 to 8 terminals 
e 1 to 12 terminals 
e 1 to 16 terminals 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


3289 Text Printer Control es 


High Performance Communications Adapter (#6303) 

e Configuration Support A or B -500 

@ Configuration Support C +400 
Host Loadable Printer Authorization Matrix es 
Between Bracket Printer Sharing [00 | 100 


SCS Printer Support” (3287-#9660,9661) 
(3262 and 3289-basic feature) | 


Figure A-2. 3274 Model 1C/SNA Control Storage Requirements (Part 1 of 2) 


1 a 1 ae 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@® 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 1,630 316 


Encrypt/Decrypt (#3680) 3,200 2,000 
The following are available with Configuration Support C only 


Structured Field and Attribute Processing (SFAP) (EBCDIC only) } 4950 | 950 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


Color Convergence (Base or Extended Color) 


Programmed Symbols (PS) 


Decompression 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


71 the total Type D requirement for Category A and Category B terminals exceeds 10,744, use 
10,744. 


? No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


* Add the indicated amount for each keyboard type to be used. 


>The structured field and attribute processing (SFAP) function is also required when the SCS support 
for SF AP feature (9661) is to be used on the 3287 Printer Models 1, 1C, 2, and 2C. 


Figure A-2. 3274 Model 1C/SNA Control Storage Requirements (Part 2 of 2) 
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3274 Model 1C/BSC 


Type C | Type D | 


38,000 
41,872 
47,150 


Model 1C/BSC (Choose one) 
EBCDIC . 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


ASCII 
e Configuration re A (#91 10) 
@ Configuration Support B (#9111) 
@ Configuration Support C (#9112) 


13,800 
14,684 
22,200 


38,000 
41,872 
48 650 


14,500 
15,384 
22,900 


Category A terminals (Choose one)” 
@ 1 to 8 terminals (included in base) 
@e 1 to 16 terminals 
@ 1 to 24 terminals 
e 1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)* : 
@® Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) | 
e Data Entry (3278/3279-#4622) . 
@ Data Entry Keypunch Layout (3278/3279-#4623) 
@ Text (3278/3279-#4629) | 
e APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) | 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL. (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
@ Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

@ APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?" 
e 1 to 4 terminals 
e 1 to 8 terminals 
e 1 to 12 terminals 
1 to 16 terminals 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


3289 Text Printer Control! 


Host Loadable Printer Authorization Matrix 


Copy (Print Key Function) 


Figure A-3. 3274 Model 1C/BSC Control Storage Requirements (Part 1 of 2) 


3274 Model 1C/BSC 


Magnetic Reader Control! (3278/3279-#4999) (Choose one) 
@® 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Color Convergence (Base or Extended Color) ate8 


The following are available with Configuration Support C only 


Structured Field and Attribute Processing (SF AP) (EBCDIC only) 4950 | 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3272 Model 2B or 3B) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


21 the total Type D requirement for Category A and Category B terminals exceeds 6844, use 6844. 


3No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


: 4 Add the indicated amount for each keyboard type to be used. 


Figure A-3. 3274 Model 1C/BSC Control Storage Requirements (Part 2 of 2) 
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3274 Model 1D 


Model 1D (including copy) (Choose one) 
e@ Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


Category A terminals (Choose one)” 
e 1 to 8 terminals (included in base) 
e 1 to 16 terminals 

@ 1 to 24 terminals 
@ 1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

e Text (3278/3279-#4629) — 

e APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
@ Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

@ APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?"> 
e 1 to 4 terminals 
@ 1 to8 terminals 
@ 1 to 12 terminals 
@ 1 to 16 terminals 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


Copy (Print Key Function) 2,700 se 
3289 Text Print Control oo | sie | 


Host Loadable Printer Authorization Matrix | sco | oo 


Magnetic Reader Control (3278/3279-#4999) (Choose one) | 
@ 3275/3277-Compatible 10-Character Set 600 60 
@ Numeric and Alphanumeric Character Sets 1,120 316 


Figure A-4, 3274 Model 1D Control Storage Requirements (Part 1 of 2) 


1 ae 4 ee 


3274 Model 1D | Type C 
Color Convergence (Base or Extended Color) 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


2 iF the total Type D requirement for Category A and Category B terminals exceeds 8844, use 8844. 


3No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


4 Add the indicated amount for each keyboard type to be used. 


Figure A-4. 3274 Model 1D Control Storage Requirements (Part 2 of 2) 
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3274 Model 51C/SNA _ 


Model 51C/SNA (including copy) (Choose one) 
EBCDIC 

e Configuration Support A (#9110) 

@ Configuration Support B (#9111) 

e Configuration Support C (#9112) 


ASCII 
e Configuration Support A (#9110) 
@ Configuration Support B (#9111) 
e Configuration Support C (#9112) 


41,030 
46,102 
50,580 


13,700 
15,096 
17,940 


41,446 
46,518 
51,700 


14,100 
15,496 
18,090 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)? 

@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 

Text (3278/3279-#4629) 

APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

e APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718, 2721) 


Category B terminals 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


3289 Text Print Control 


High Performance Communications Adapter (#6303) 
e Configuration Support A or B 
e Configuration Support C 


Between Bracket Printer Sharing | 00 | 100 | 


SCS Printer Support’ (3287-#9660, 9661) 
(3262 and 3289-basic feature) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 
@ Numeric and Alphanumeric Character Sets 


Encrypt/Decrypt (#3680) | 3,200 


Figure A-5. 3274 Model 51C/SNA Control Storage Requirements (Part 1 of 2) 


{ 


Decompression 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


Loop Attachment (EBCDIC only) 


X.21 Switched Network Operation 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


*No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3271. 


3 Add the indicated amount for each keyboard type to be used. 


4 The structured field and attribute processing (SFAP) function is also required when the SCS 
support for SFAP feature (9661) is to be used on the 3287 Printer Models 1, 1C, 2, and 2C. 


Figure A-5. 3274 Model 51C/SNA Control Storage Requirements (Part 2 of 2) 
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Model 51C (Choose one) - 
EBCDIC . 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


ASCII ; 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (49112) 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)? 

@® Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) | 

Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 

Text (3278/3279-#4629) 

APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621 , 4624, 4627, 4628, 4640, 
4651) | 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

@ APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718, 2721) 


@ Configuration Support A or B 
e Configuration Support C 


3289 Text Print Control 


Host Loadable Printer Authorization Matrix 


Copy (Print Key Function) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277~Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


38,000 
41,872 
47,150 


38,000 
41,872 
48 ,650 


Category B terminals” | | 4,700 1,724 


APL/Text Control Function (Choose one) 


0 
2,200 4,700 
0 0 
| oo | ie 
0 60 
1,630 316 


a 
v 


Color Convergence (Base or Extended Color) . 4,296 


The, following are available with Configuration Support C only 


Structured Field and Attribute Processing (SFAP) (EBCDIC only) 


Programmed Symbols (PS) 


Decompression 


60 


Extended Attribute Terminals (add 256 for each terminal) #x256 
(3278/3287-#3610/3279 Model 2B or 3B) . 
! Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry.Keypunch Layout) are required on display stations attached to the 3274, add 1000 


to the Type D storage requirements in addition to that listed. 


2No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 


Stations (Category B terminals) attached to a 3274. 
3 Add the indicated amount for each keyboard type to be used. 


Figure A-6. 3274 Model 51C/BSC Control Storage Requirements 


Feature Codes 


Cie [ree ao 
Type C + Type D < 65,536 


Type C + Type D 
and Type C 
and Type D 


1801 and 3622 


Type C + Type D 
and Type C 
and Type D 


1801, 3622, and 
3627 


Type C + Type D 
and Type C 
and Type D 


1801, 3622, and 
3625, or 1801 and 
3623 


Type C + Type D 
and Type C 
and Type D 


1801, 3622, 3625, 
and 3627, or 1801, 
3623, and 3627 


Type C + Type D 
and Type C 
and Type D 


1801, 3622, 3625, 
and 3628, or 1801, 
3623, and 3628 


Type C > 65,536 1801, 3622, 3625, 
and Type C < 71,680 and 3628, or 1801, 
and Type D Any 3623, and 3628 


> 71,680 Invalid Configuration 


Figure A-7. 3274 Model 1A, 1B, 1C, and 1D Extended Function Store Features 


1802 and 3630 


Type C + Type D 
and Type C 
and Type D 


1802 and 3632 

(or 1802, 3630, and 
3631 — Field 
Upgrade Only) 


Type C + Type D 
and Type C 
and Type D 


< 65,536 
> 32,768 


1802 and 3632 
(or 1802, 3630, and 
3631 — Field 
Upgrade Only) 


> 71,680 Invalid Configuration 


Figure A-8. 3274 Model 51C Extended 
Function Store Features 


Type C 
and Type C 
and Type D 


Appendix A. 3274 Control Storage Requirements A-13 


| Storage 
3274 Model 21A Requirements 


Model 21A (including copy) (Choose one). - 4% 
e Configuration Support A (#9110) : 54,800 
e Configuration Support B (#9111) 59,556 


Category A terminals (Choose one) 

@ 1to8 terminals (included in base) 
e 1 to 16 terminals 

e 1 to 24 terminals 

e 1 to 32 terminals 


Keyboards on Category A terminals . 

(Select all that apply, choosing at least one) 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) | 
Typewriter (3278/3279-#4621, 4624, 4627, 4628 
Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 

e Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718) 


[arenes 
roar aicanieir | 
semneccnhinesin | 


SCS Printer Support (3287-#9660) 
(3262 and 3289~-basic function) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Color Convergence (Base color) 5,494 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 
attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2 Add the indicated amount for each keyboard type to be used. 


Figure A-9. 3274 Model 21A Control Storage Requirements 
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Storage 
3274 Model 21C/SNA Requirements 


Model 21C/SNA (including copy) (Choose one) 

EBCDIC 

@ Configuration Support A (#9110) 54,730 
e Configuration Support B (#9111) 61,198 


ASCII 
@ Configuration Support A (#9110) 55,546 
e Configuration Support B (#9111) 62,014 


Category A Terminals (Choose one) 
e 1 to8 terminals (included in base) 
e 1 to 16 terminals 

e 1 to 24 terminals 
) 


1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)” 
Typewriter (3278/3279-#4621 , 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 

@ Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e@ APL (3278/3279-#2718, 2721) 


APL/Text Control Function | 2900 | 
3289 Text Print Control psi | 
High Performance Communications Adapter (#6303) | 00 


Host Loadable Printer Authorization Matrix 


Between Bracket Printer Sharing | 00 


SCS Printer Support (3287-#9660) 1,700 
(3262 and 3289-basic feature) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
e@ 3275/3277-Compatibie 10-Character Set 660 
e Numeric and Alphanumeric Character Sets 1,946 


Encrypt/Decrypt (#3680) | 52000 | 
Color Convergence (Base color) | 54oe 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 
attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2 Add the indicated amount for each keyboard type to be used. 


Figure A-10. 3274 Model 21C/SNA Control Storage Requirements 
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Storage 
3274 Model 21C/BSC a Requirements 


Model 21C/BSC (Choose one) | 

EBCDIC | 

e Configuration Support A (#9110) 51,800 
e Configuration Support B (#9111) 56,556 


ASCII 
e Configuration Support A (#9110) 52,500 
e Configuration Support B (#9111) 57,256 


Category A Terminals (Choose one)? 
e 1 to 8 terminals (included in base) 
e 1 to 16 terminals 
e 1 to 24 terminals 
e 1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621 , 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 
® Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 
e APL (3278/3279-#2718) 
Category B terminals (Choose one)?"3 
e 1 to 4 terminals 

1 to 8 terminals 

1 to 12 terminals 


3289 Text Print Control | 
Host Loadable Printer Authorization Matrix | 850 


Copy (Print Key Function) 2,700 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 660 
e Numeric and Alphanumeric Character Sets 1,436 


Color Convergence (Base color) | 5494 


1 Configuration Support A consideration only: {If all three keyboards (Typewriter, Data 
Entry, and Data Entry Keypunch Layout) are required on display stations attached to 
the 3274, add 1000 to the storage requirements in addition to that listed. 


e No customizing option or additional control storage is required to support the 
3275/3277-compatible character set for the Operator Identification Card Reader 
(4600) on 3277 Display Stations (Category B terminals) attached to a 3274. 


31f the total requirement for Category A and Category B terminals exceeds 
11,544, use 11,544. 


4 Add the indicated amount for each keyboard type to be used. 


Figure A-11. 3274 Model 21C/BSC Control Storage Requirements 
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Storage 
3274 Model 21D Requirements 


Model 21D (Choose one) 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 


Category A Terminals (Choose one)° 
e 1 to 8 terminals (included in base) 
e 1 to 16 terminals 
@e 1 to 24 terminals 
e 1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 
Typewriter (3278/3279-#4621 , 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 

@ Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718) 


9. 
Category B terminals (Choose one)?"> 
e 1 to 4 terminals 


e 1 to 8 terminals 
e 1to 12 terminals 
e 1 to 16 terminals 


APL/Text Control Function 6,300 
Copy (Print Key Function) 2,700 


3289 Text Print Control ps2 
Host Loadable Printer Authorization Matrix | 850 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Color Convergence (Base color) 


: Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 


attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 
Display Stations (Category B terminals) attached to a 3274. 


31f the total requirement for Category A and Category B terminals exceeds 
13,144, use 13,144. 


4 Add the indicated amount for each keyboard type to be used. 


Figure A-12. 3274 Model 21D Control Storage Requirements 
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Appendix B. Abbreviations 


A/FE. Americas/Far East. 

ac. Alternating current. 

ACF. Advanced communications function. 
APL. A programming language. 


| ASCII. American National Standard Code for Information 
Interchange. 


bps. Bits per second. 
BSC. Binary synchronous communication. 


CCITT. Consultative Committee on International Telephone and 
Telegraph. 


DCE. Data-circuit-terminating equipment. 
DDC. Denden digital circuit. 
DDS. Digital data service. 
DDX. Digital Data Exchange. 
| E/ME/A. Europe/Middle East/Africa. 
EBCDIC. Extended binary-coded decimal interchange code. 
FCC. Federal Communications Commission. 
IML. Initial microcode load. 
kHz. kilohertz. 


LPDA. Link Problem Determination Aid. 
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Ipm. Lines per minute. 

MHS. Magnetic hand scanner. 

MSR. Magnetic slot reader. 

MVS. Multiple virtual storage. 

NPDA. Network Problem Determination Application. 
NTT. Nippon Telephone and Telegraph. 

OS. Operating System. 

PA. Program attention. 

PS. Programmed Symbols. 

PSN. Public Switched Network. 

PTT. Post Telephone and Telegraph Administration. 
SCS. SNA character string. 

SDLC. Synchronous data link control. 

SFAP. Structured field and attribute processing. 
SNA. Systems network architecture. 

TCAM. Telecommunications access method. 

U.S. United States. 

VS. Virtual system. 


VTAM. Virtual telecommunications access method. 
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